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SECTION 1 
INTRODUCTION 


1.1 PURPOSE 


This manual provides the programmer/system integrator information needed to develop 
applications, programs and device drives for the OMTI Series of high performance SCSI (Small 
Computer System Interface) Data Controllers. 


1.2 GENERAL 
The OMTI SCSI Data Controllers use SMS's advanced VLSI chip set to provide state-of-the-art 
data management. A single chip data separator circuit ensures data integrity with Winchester disk 


drives. Error detection/correction on Winchester disk drives is accomplished by the OMTI 
controller. 


The OMTI 7X00/3520/3527 controllers comply with the industry standard 8 bit bi-directional SCSI 
(Small Computer System Interface) bus.with ANSC X379.2 Common Command Set (CCS). 


The OMTI 7X00 Series are intelligent, multi-functional data controllers contained on 5-1/4" PCB's, 
which mount directly to the disk drive or chassis. The controllers interface with Winchester Disk 
Drives, Flexible Disk Drives and QIC 02 Tape drives. 


The OMTI 3520/3527 data controllers are 3.5" PCB's which can mount to the disk drive or chassis. 
The controllers support ST506/412 (MFM) and ST412R (RLL) winchester disk interfaces. 


3.5 inch Form Factor controllers 


OMTI 3520 or 3520A (W). These models support up to two Winchester disk drives. Either 
drives are ST506/412 interface type drives recording MFM data. Up to two LUNs are supported. 


OMTI 3527 or 3527A (W). These models support up to two Winchester disk drives. Either 
drives are ST412R interface type drives recording 2,7 RLL data. Up to two LUNs are supported. 
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5 1/4 inch Form Factor controllers 


OMTI 7000 (F). This model supports up to four Flexible disk drives. They can be any 
combination of industry-standard 3-1/2 inch, 5-1/4 or 8 inch Flexible disk drives. The Flexible disk 
interface can support a data transfer rate of 250 Kbits, 300 Kbits or 500 Kbits/sec, single or double 
density, and single or double sided drives. The OMTI 7000 supports up to 4 LUNs. 


OMTI 7100 (W). This model supports up to two Winchester disk drives. Either drive can be 
ESDI or ST506/412 interface type drives. The OMT1I 7100 supports up to 2 LUNs. 


OMTI 7200, (W + F). This model supports up to six drives, of which up to two may be ESDI 
or ST506/412 Winchester disk drives, and up to four may be any combination of industry-standard 
3-1/2 inch, 5-1/4 or 8 inch Flexible disk drives. The Flexible disk interface can support a data 
transfer rate of 250 Kbits, 300 Kbits or 500 Kbits/sec, single or double density, and single or 
double sided drives. The OMTI 7200 supports up to 6 LUNs. 


OMTI 7400 (W + F + T). This model supports up to seven drives, of which up to two may be 
ESDI or ST506/412 Winchester disk drives, up to four may be 3.5, 5-1/4 ot 8 inch Flexible disk 
drives, and one may be a QIC-02 Streaming tape drive. The OMTI 7400 supports up to 7 LUNs. 


Note: The 7100, 7200 and 7400 models handle ESDI or ST506/412 Winchester disk drives 
identically . The 7000, 7200 and 7400 Flexible disk interfaces are identical. 
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FUNCTIONAL DESCRIPTION 
2.1 GENERAL 


The host controller interface is the Small Computer Systems Interface (SCSD general purpose 8-bit 
bi-directional bus. 


Ali commands are issued to the controller over the host bus using a predefined protocol. The host 
always initiates a command sequence by first arbitrating for the bus and selecting the controller. 
After the controller accepts selection, the controller takes control of the bus and requests the 
appropriate command bytes from the host. 


2.2 BUS TIMINGS 


The controller fully complies to the timing requirements as described in the ANSI document (refer 
to this document for detailed information). 


Arbitration Delay (2.2 microseconds) 
Bus Clear Delay (800 nanoseconds) 
Bus Free Delay (800 nanoseconds) 
Bus Set Delay (1.8 microseconds) 
Bus Settle Delay (400 nanoseconds) 
Data Release Delay (400 nanoseconds) 
Reset Hold Delay (25 microseconds) 
Selection Abort Delay (200 microseconds) 
Selection Timeout Delay (250 milliseconds) 


PHASES 
The Host interface includes eight distinct operational phases as follows: 


BUS FREE phase (BSY de-asserted) 

ARBITRATION phase (Optional. Used by the host in a Multiple Host 
configuration or by the controller while reconnecting). 

SELECTION phase 

RESELECTION phase 

COMMAND phase 

DATA IN (Read) or OUT (Write) phase 

STATUS phase 

MESSAGE IN (to host) or OUT (to the controller) phase 


Ne 


COMMA HN f Vd 


The Host bus can never be in more than one phase at any given time. 


The order in which SCSI bus phases are used on the bus follows a prescribed sequence. The Reset 
condition can interrupt any phase and is always followed by the BUS FREE phase. 
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2.3. BUS FREE PHASE 


The BUS FREE phase is used to indicate that no SCSI device is actively using the SCSI bus and 
that it is available for subsequent users. The BUS FREE phase is detected after SEL and BSY 
signals are both false for at least a bus settle delay. 


2.4 ARBITRATION PHASE 


The ARBITRATION phase allows one SCSI device to gain control of the SCSI bus so that it can 
assume the role of an initiator or target. The controller analyzes whether or not the host initiator 
implements the ARBITRATION phase, and memorizes the initiator ID, if so, for further references. 
If the host supports Disconnect/Reconnect, the controller will generate the ARBITRATION phase 
prior to entering the RESELECTION phase. 


NOTE: Implementation of the ARBITRATION phase is a system option. Systems that do not 
implement this option can have only one initiator. The ARBITRATION phase is required for 
systems that use the DISCONNECT/RECONNECT feature. 


2.5. SELECTION PHASE 


The controller detects selection after the host has won Arbitration (optional), has asserted the SEL 
signal and both IDs (its ID and the controller ID) on the DATA BUS. The signal I/O is de-asserted 
by the controller during this phase. 


If more than two ID's are asserted on the DATA BUS, or parity is enabled and bad parity is 
detected, the controller will abort SELECTION by going to BUS FREE phase. 


After accepting selection, the controller asserts BUSY. The host must then de-assert SEL and may 
remove the ID's from the DATA BUS. 


NOTE: Upon Power-On reset or bus Reset the controller will execute a comprehensive self-test. 
During this test the controller will respond to any SELECTION by asserting BUSY. 


If, during the SELECTION the host did not assert its ID on the bus, the controller will assume the 
host cannot support any message other than the COMMAND COMPLETE message and does not 
support Disconnect/Reconnect. Also, the controller will assume the host ID is zero and will save 
any status for that host as host zero. 


2.6 RESELECTION 


After disconnecting to free the bus for other activities, the controller will reconnect when it is ready 
to transfer data or status across the bus. The controller will arbitrate for the bus and, if it wins the 
arbitration, will select the host and assert the I/O signal. After reselecting the host, the controller 
will send an IDENTIFY message to identify the LUN to the host. 


If the host does not respond to the reselection within a Selection Timeout Delay (250 milliseconds), 
the controller will release the bus and then re-arbitrate for the bus and try to reselect the host again. 
Tt will do this until the host responds or the controller is reset. The controller will respond to 
selects from the same or other hosts between reselection retries. 
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2.7. INFORMATION TRANSFER PHASES 


Transfer Phases 


Signals 
MSG CiD VO + Phase Name Direction Of Transfer © Comment 
0 0 0 DATA OUT Initiator to controller \Data 
0 0 1 DATA IN Initiator from controller / Phases 
0 1 0 COMMAND Initiator to controller 
0 1 1 STATUS Initiator from controller 
1 0 0 * 
t 0 1 * : 
1 1 0 MESSAGE OUT _ Initiator to controller \ Message 
1 1 1 MESSAGE IN Initiator from controller / Phases 


Key: 0 = False or de-asserted 1= True orasserted * = Reserved 
2.8 ATTENTION CONDITION 


The ATTENTION condition allows an initiator to inform the controller that the initiator has a 
message ready. The controller may get this message at its convenience by performing a 
MESSAGE OUT phase. The initiator creates the ATTENTION condition by asserting ATN at any 
time except during the ARBITRATION or BUS FREE phases. 


The initiator shall keep ATN asserted if more than one byte is to be transferred. The initiator may 
negate the ATN signal at any time except it shall not negate the ATN signal while the ACK signal is 
asserted during a MESSAGE OUT phase. Normally, the initiator negates ATN while REQ is true 
and ACK is false during the last REQ/ACK handshake of the MESSAGE OUT phase. 


2.9 SCSI BUS ERROR HANDLING 


If the host detects the BUS FREE phase (other than as a result of a RESET condition) without first 
receiving a DISCONNECT or COMMAND COMPLETE message, the host should consider this a 
catastrophic error condition. If the controller intentionally creates this condition, then it will clear 
the current command. 


Bus Parity Errors : 

Identify Message Parity Error : 

If the controller detects a parity error while receiving the IDENTIFY message, it will attempt to 
receive the IDENTIFY a second time. If the second attempt also fails, the controller will go to BUS 
FREE Phase. 

Message Out Phase Parity Error : 

If the controller detects a parity error during the MESSAGE OUT Phase (other than IDENTIFY 
message), it will attempt to receive the message again. If the second attempt fails, the controller 


will go to BUS FREE Phase, clear the present command and set the Sense Key/Error Code to 
ABORTED COMMAND/SCSI Parity Error. 
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Command Phase or Data Out Phase Parity Error : 

If enabled, parity is checked on each command byte (in the COMMAND phase) or after each block 
or group of blocks is transferred in the DATA OUT phase. If bad, parity is detected and the 
command is aborted as follows. The controller enters the STATUS phase, creates a CHECK 
CONDITION status and sets the Sense Key/Error code to "ABORTED COMMAND/SCSI bus 
Parity Error" for that host. The controller will then enter the MESSAGE IN phase, return a 
COMMAND COMPLETE message and go to BUS FREE phase. 

2.10 INTERNAL DIAGNOSTICS 

2.10.1 Self-Test 


The controller performs a hard reset after each Power-On or Bus Reset. After power-up, the 
controller executes the following self-tests : 


TEST # DEVICE TESTED COMMENTS 
Z8 Includes test of the control functions and registers. 


0 Program ROM Uses the ROM checksum to verify the ROM. 


1 = Micro RAM Uses a moving inversion cst to test the RAM. Leaves the RAM filled 
with zeros. 
2  BufferRAM Determines the size of the buffer RAM then tests it. Leaves the buffer 


filled with zeros. Uses the path through the Sequencer chip and the 
DMA channel 3 (or 1 on the products that use the KOMBO chip). 


3 SCSI chip Tests the SCSI chip including the interrupt. 

4 DMA Tests the DMA including the interrupt. 

5 Sequencer Tests the Sequencer chip, including the interrupt. 

6 Sequencer State Tests, then initializes the State controller RAM. 

7 Disk Bus Tests the disk bus control chip (OMTI 5080), only valid with the 7X00 
series. 


8  NEC765 chip Interface tests (only valid with the 7000, 7200 and 7400). 
9 Tape Interface tests Only valid with the 7400 


After a Bus Reset the controller executes tests 3 - 9. 
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2.11 HOST INTERFACE PROTOCOL 


The ANSI X3.131-1986 System Computer System Interface (SCSI) specification (approved as a 
standard since June 23rd, 1986) may be ordered from the : 


American National Standard Institute, inc. 
1430 Broadway, New York, N.Y. 10018 
Tel. (212) 642-4900 

Fax (212) 302-1286 

Telex 42 4296 ANSI UI 


Global Engineering Documents 
2805 McGaw 
Irvine, CA 92714 
Tel (800) 854-7179 
(714) 261-1455 


2.12 AUTOMATIC SELF CONFIGURATION (EXCEPT OMTI 7000) 
During initialization the 7X00 Series controllers store configuration information on the Winchester 


disk drives. This allows the controller to seif-configure upon each power up to a preset state which 
was established by the application under Mode Select. 
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SECTION 3 
SCSI COMMANDS SUMMARY 
3.1 General 
The command definitions provide continuous logical blocks of a fixed data length. 
A single command may transfer one or more logical blocks of data. Multiple commands may be 
linked if they are sent to the same logical unit. The controller may disconnect from the SCSI bus to 
allow activity by other SCSI devices while a logical unit is being prepared to transfer data. 


3.2 COMMAND SET SUMMARY 


COMMAND DRIVE OPERATION COMMAND DATA IN* 
NAME TYPE CODE (HEX) LENGTH OR OUT 
GROUP 0 
FORMAT UNIT W,F 04 6 0, 4 or Host dependent 
INQUIRY WEF 12 6 up to 36 Bytes 
MODE SELECT W.F 15 6 
MODE SENSE W,F 1A 6 
READ W,EF 08 6 up to 256 Blocks 
REASSIGN BLOCKS WwW 07 6 Host dependent 
RELEASE UNIT W,F 17 6 0 
REQUEST SENSE W,F 03 6 up to 16 Bytes 
RESERVE UNIT W,F 16 6 0 
REZERO UNIT WF 01 6 0 
SEEK W,F 0B 6 0 
SEND DIAGNOSTIC D 1D 6 0 
START/STOP UNIT W,F 1B 6 0 
TEST UNIT READY W,F 00 6 0) 
WRITE W,F 0A 6 up to 256 Blocks 
GROUP 1 
READ BUFFER W,VF 3C 10 up to Buffer Size 
READ CAPACITY W,F 25 10 8 Bytes 
READ DEFECT DATA W 37 10 Medium dependent 
READ EXTENDED W,F 28 10 up to 64K Blocks 
SEEK EXTENDED W,F 2B 10 0 
VERIFY WwW 2F 10 0 
WRITE BUFFER W,F 3B 10 up to Buffer Size 
WRITE EXTENDED W,F 2A 10 up to 64K Blocks 
WRITE & VERIFY WwW 2E 10 up to 64K Blocks 
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DEFECT LIST 


READ LONG WwW ES, E8 10 One Block + 6 Bytes 
WRITE LONG WwW E6, EA 10 One Block + 6 Bytes 
WRITE PRIMARY Ww FE 10 Medium dependent 


W = Winchester (all products) 
F = Flexible Disk drive (7000, 7200 and 7400 only) 
D = Diagnostic (all products) 


3.3. TAPE COMMAND SET SUMMARY (OMTI 7300 and 7400) 


COMMAND DRIVE OPERATION COMMAND DATAIN 
NAME TYPE CODE(HEX) LENGTH OR OUT 


GROUP 0 
COPY T,W,F 18 6 
ERASE T 19 6 0 
INQUIRY T, WF 12 6 up to 36 bytes 
LOAD/UNLOAD T 1B 6 0 
MODE SELECT T,W.F 15 6 
MODE SENSE T,W.F 1A 6 
READ T 08 6 up to 16M blocks 
READ BLOCK LIMITS T 05 6 6 bytes 
RECOVERED BUFFER 
DATA T 14 6 
RELEASE UNIT T,W.F 17 6 
REQUEST SENSE T, WF 03 6 24 bytes 
RESERVE UNIT T,W.F 16 6 0 
REWIND T 01 6 0 
SEND DIAGNOSTIC D 1D 6 0 
SPACE FORWARD T 11 6 0 
TEST UNIT READY T, W,F 00 6 0 
VERIFY T 13 6 0 
WRITE T 0A 6 up to 16M blocks 
WRITE FILE MARK T 10 6 up to 16M 
W = Winchester (all products) 
F = Flexible Disk (7000, 7200 and 7400 ) 
T =QIC 02 Tape (7400) 
D = Diagnostic (allproducts) 
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SECTION 4 
SCSI COMMANDS 
4.1 GENERAL 
The command definitions provide continuous logical blocks of a fixed data length. 


A single command may transfer one or more logical blocks of data. Multiple commands may be 
linked if they are sent to the same logical unit. The controller may disconnect from the SCSI bus to 
allow activity by other SCSI devices while a logical unit is being prepared to transfer data. 


Upon command completion (successful or unsuccessful), the controller returns a status byte to the 
initiator (see 4.1.9). 


4.1.1 RESERVED 


Reserved bits, fields, bytes, and code values are set aside. A reserved bit, field, or byte shall be set 
to zero by the initiator. When receiving a reserved bit, field, or byte that is not zero, the controller 
terminates the command with a CHECK CONDITION status and the sense key is set to ILLEGAL 
REQUEST. 


4.1.2 UNIT ATTENTION CONDITION 


A Unit Attention condition for a Logical Unit is created (reported by a Sense Key in the REQUEST 
SENSE data) and if enabled (depending on the ATIN bit of MODE SELECT command Page 0) for 
each initiator whenever : 


- the removable medium may have been changed. 

- once the device becomes ready after a START/STOP UNIT command. 

- the controller has been reset (by a BUS DEVICE RESET message or a “hard” RESET condition). 
- the MODE SELECT Parameters have been changed from other hosts. 


The Unit Attention condition, if enabled, persists for each initiator until that initiator issues a 
command to the Logical Unit other than REQUEST SENSE or INQUIRY for which the controller 
returns CHECK CONDITION status. If the next command from that initiator to the Logical Unit 
(following the CHECK CONDITION status) is REQUEST SENSE, the UNIT ATTENTION sense 
key is returned. (If any other command is received, the Unit Attention condition is lost). 


If an INQUIRY command is received from an initiator with a pending Unit Attention condition 
(before the controller reports CHECK CONDITION status), the controller performs the INQUIRY 
command and does not clear the Unit Attention condition. 


If a REQUEST SENSE command is received from an initiator with a pending Unit Attention 
condition (before the controller reports CHECK CONDITION status), then the controller will report 
any pending sense data and preserve the Unit Attention condition. 


If an initiator issues a command other than INQUIRY or REQUEST SENSE while a Unit Attention 


condition exists for that initiator, the controller does not perform the command and reports CHECK 
CONDITION status. 
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4.1.3 COMMAND DESCRIPTOR BLOCK (CDB) 

A request from an initiator to a peripheral device is performed by sending a CDB to the controller 
during the COMMAND phase. For some commands, the request is accompanied by a list of 
parameters sent during the DATA OUT phase. 

4.1.4 OPERATION CODE 


The operation code of the CDB has a group code field and a command code field defined in byte 0 
of each command. 


The group code specifies one of the following groups : 


Group 0 - six-byte commands 
Group | - ten-byte commands 
Group 2 - 6 reserved 

Group 7 - ten byte commands 


Operation Code 


Bit | 7 3 6 1 5. 4 1 3.1 2 1 1 | QO | 
Byte | i | | | | | | | 


Group Code 


Command Code | 


Bit | 7 1 6 5 4 | 3 | 2 | 1 0 | 
Byte | | | I I | | I | 
“Ol~~—~~—~””Speration Code SSSSSS~S~S~S 
“1 | Logical Unit Number Logical Block Addr. (if required) (MSB) | 
“21 ~~~ «Logica Block Addr. (if required) 
“31 Logical Block Addr. (if required) (LSB) | 
“41 ‘Transfer Length (if required) SSS 
“S| ”~é=“‘iRO Byte SSSS™*~CS~—SsSSSSS~‘S ] 
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Typical CDB for Ten-byte Commands for Direct Access Devices 


Btl 7 | 6 | 5 | 4 | 3 | 2 | 1 1 0 4 
Byte | | I I 
wi eee 
“T | Logical Unit Number | Reserved t~*S | 
“2 1 Logical Block Address (if required) (MSB) | 1 
os a a Logical Block Address (if required) SSS 
i > rn Logical Block Address (if required) SS | 
“5 |. Logical Block Address (if required) (LSB) | 
“61 Reserved (00h)! 
“71. Transfer Length (if required) (MSB) SSCS 
“8 | Transfer Length (if required) (LSB) SCS ] 
“9 i Control Byte ”~*SY | 


4.1.5 LOGICAL UNIT NUMBER (LUN) 


The logical unit number addresses one of up to seven devices attached to the controller with up to 2 
Winchesters 7100, 7200, 7400, up to 4 Flexible disk drives (7000, 7200 and 7400 models) and up 
to 1 QIC 02 Tape (7400). This method of addressing is provided for systems that do not implement 
the IDENTIFY message. With systems implementing the IDENTIFY message, the controller 
ignores the LUN specified within the CDB. 

4.1.6 LOGICAL BLOCK ADDRESS (LBA) 

Winchesters : The logical block address, begins with block zero, head one, cylinder zero and is 
contiguous up to the last logical block on that logical unit. Track zero on winchesters is de-allocated 
from the user addressable blocks and reserved for the controller's use. See section 4. 


Flexible disks : The logical block address begins with block zero, head zero, cylinder zero and is 
contiguous up to the last logical block on that logical unit. 


Group 0 commands contain 21-bit logical block addresses. 
Group land 7 commands contain 32-bit logical block addresses. 
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4.1.7. TRANSFER LENGTH 


The Transfer Length specifies the amount of data to be transferred (which is with the number of 
blocks). Six byte commands that use one byte for Transfer Length allow up to 256 blocks of data 
to be transferred by one command. A Transfer Length value of 1 to 255 indicates the number of 
blocks that shall be transferred. A value of zero indicates 256 blocks. 


Ten byte commands that use two bytes for Transfer Length allow up to 65,535 blocks of data to be 
transferred by one command. In this case, a Transfer Length of zero indicates that no data transfer 
shall take place. A value of 1 to 65,535 indicates the number of blocks that shall be transferred. 


A Transfer Length of the commands that are used to send a list of parameters to a controller is called 
the Parameter List Length. The Parameter List Length specifies the number of bytes sent during the 
DATA OUT phase. 


The Transfer Length of the commands that are used to return sense data (e.g. REQUEST SENSE, 
INQUIRY, MODE SENSE, etc.) to an initiator is called the Allocation Length. The Allocation 
Length specifies the number of bytes that the initiator has allocated for returned data. The controller 
terminates the DATA IN phase when Allocation Length bytes have been transferred or when all 
Available Sense Data have been transferred to the initiator, whichever is less. 

41.8 CONTROL BYTE 

The Control Byte is the last byte of every CDB. 


Control Byte 


BEL $7 bof 1 S$ t 4 1 3 1 2 bP bk 84 
Byte | | | ] 
PU 


7 through 2 Reserved. 


1 Flag bit - If the Link bit is zero, then the Flag bit shall be set to zero. If the Link bit 
is one, and if the command terminates successfully, the controller will send the 
COMMAND COMPLETE message if the Flag bit is zero and will send 

LINKED COMMAND COMPLETE (WITH FLAG) message if the Flag bit is one. 


0 Link bit - This bit is set to one to indicate that the host desires an automatic Link to 
the next command upon successful completion of the current command. If the Link 
bit is one, the controller will, upon successful termination of the command, return 
INTERMEDIATE status and then send one of two messages defined by the Flag bit 
(above). Next, the controller will enter the "COMMAND" phase for the next command 
from the host link list. 


The controller creates the CHECK CONDITION status with ILLEGAL REQUEST Sense Key 
when FLAG = 1 and LINK = 0. 
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4.1.9 STATUS BYTE 


The controller sends a status byte to the host during the STATUS phase at the termination of each 
command as specified in the following table unless the command is cleared by an ABORT message, 
by a BUS DEVICE RESET message, by a "hard" RESET condition, or by a hardware error in the 
controller. 


Status Byte Code. Bit Values 


Bits of Status Byte 

76543210 Status(es) Represented 

00000000 oh GOOD —<C~;73}XHti<CS™S 
00000010 02h CHECK CONDITION 

00001000 08h BUSY 

00010000 10h INTERMEDIATE/GOOD 

00010100 14h INTERMEDIATE 

00011000 18h RESERVATION CONFLICT 


A description of the status byte codes is given below: 


GOOD (00h). This status indicates that the controller has successfully completed the 
command. 


CHECK CONDITION (02h). Any error, exception, or abnormal condition that causes 
sense data to be set, shall cause a CHECK CONDITION status. The REQUEST SENSE 
command should be issued following a CHECK CONDITION status, to determine the 
nature of the condition. 


BUSY (08h). The controller is busy. The controller will return this status whenever it is 
unable to accept a command. 


The controller returns this status when it is busy doing its self-tests and self-configuration 
(reading the device independence parameters on track zero for Winchester devices) at 
power-up or foiiowing a bus reset. 


INTERMEDIATE (10h and 14h). This status is to be returned for every command in 
a series of linked commands (except the last command), unless an error, exception, or 
abnormal condition causes a CHECK CONDITION status or a RESERVATION 
CONFLICT status to be set. If this status is not returned, the chain of linked commands 
is broken; no further commands in the series are executed. 


RESERVATION CONFLICT (18h). This status is returned whenever a host 
attempts to access a logical unit that is reserved by another host. 
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4.1.10 COMMAND PROCESSING 
The following is common to all commands. 


After being selected the controller sets C/D, I/O and MSG for the MESSAGE OUT phase and, if the 
host bus asserted the ATN signal, the controller will issue the REQ signal and get the message from 
the host. If the message was the IDENTIFY message, the controller switches to the COMMAND 
phase and transfers the command into the Z8's registers unless the controller is disconnected while 
aoe a command. In this case, the command is not transferred, but the controller responds 
with busy. 


The controller performs the following functions on every command. 
- Checks the LUN and associates the LUN with the physical device. 


- Checks if a self-test failure exists. If the controller has failed one of it's self-tests and it affects the 
LUN that is being accessed and the command is not a REQUEST SENSE, INQUIRY or 
DIAGNOSTIC command, returns CHECK CONDITION status. 


- Checks if this is the first command after power-up or reset for this host and LUN. If the Unit 
Aittention condition exists see paragraph 4.1.2. 


- Decodes command operation code. If the command is not supported, the CHECK CONDITION 
Status is created with the Sense Key/Error Code to "ILLEGAL REQUEST/Invalid Command 
Operation Code”. 


- Checks the reserved bits. If nonzero, the CHECK CONDITION status is created with the Sense 
Key/error Code "ILLEGAL REQUEST/Illegal Field”. 


- If the LUN is for a nonexistant device and the command is not REQUEST SENSE, or INQUIRY, 


the CHECK CONDITION status is created with the Sense Key/Error Code "ILLEGAL 
REQUEST/Invalid LUN". 
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4.2 COMMAND SET (Common to All Drives) 


Group 0 Commands 


Operation Drive 

Command Name Type Section 
18h COPY T 4.2.1 
12h INQUIRY W,F,T 4.2.2 
03h REQUEST SENSE W,F,T 4.2.3 
1Dh SEND DIAGNOSTIC D 4.2.4 
00h TEST UNIT READY W,F,T 4.2.5 


W= SWitichesior disk drives. Valid for all products oft the 7X00 and 3500 series. 

F = Flexible disk drives. Valid for the 7000, 7200 and 7400 models only. 

T = QIC 02 Tape. Valid for the 7400 model only. 

D = Diagnostic 
See section 4.3 for other Group 0 commands. 
Oe 


4.2.1 COPY Command 
Peripheral Device Type: All 


COPY Command Descriptor Block 


Bids i bob eo a a BS 
Byte | | | | | I I | | 
ee ee Ne ee eg 
“11 Logical Unit Number ts Reserved 
“21 Parameter List Length (MSB) (00h) 
“31 Parameter List Length == (OOH)! 
“41 Parameter List Length (LSB) SCS 
“S|” Control Byte sssts—~S | 


The COPY command provides a means to copy data from one logical unit to dnother or to the same 
logical unit. The logical units shall reside on the same controller. If the host desires exclusive 
access to the devices involved in the COPY, it must issue the RESERVE UNIT commands to the 
devices performing the COPY. The PARAMETER LIST LENGTH specifies the length in bytes of 
the parameters that shall be sent during the DATA OUT phase of the command. A Parameter List 
Length of zero indicates that no data shall be transferred. This condition is not considered an error. 
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COPY command (continued) 


The COPY Parameter List begins with a four-byte header that contains the COPY function code. 
Following the header is the Segment Descriptor. The controller accepts only one Segment 
Descriptor. 


COPY Parameter List 


Brl 7 | 6 | 5S | 4 | 3 | 2 | 2 t 0 1 
Byte | | | | { 
“0 | COPY Function Code =~ ~=~«1 ~~ Resewed=SSSSCSd 
“ye eed) (00h)! 
oie ee een (00h)I 
ae a esp, RE se ee (00h)! 


COPY Functions 
The following lists the COPY functions supported by the controller. 


Peripheral Device Type = $= = 
Copy Function Comment 

Source Destination Code 

in Byte 0 

Oh =oOlhs—ts” 00h Direct Access (Disk) to Sequential Access (Tape) 
Olh 00h 01h Sequential Access (Tape) to Direct Access (Disk) 
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COPY command (continued) 
COPY Function Code 00h and 01h Disk to Tape and Tape to Disk 


The format for the segment descriptor for COPY transfer between Direct-Access and Sequential 
Access devices is as follows. This format is required for COPY function codes 00h and 01h. 


Si <2 or eo a oe Oe ee, ee 
Byte | | | 
“0 | Source Address ID | + ‘Reserved. ~=~=«|~«Source LUN. 
“1 1 Destination Address ID | Reserved (| ~—‘Destination LUN | 
“21 Tape Block Length (MSB) SS (2h)I 
“31. ‘Tape Block Length (LSB) (00h)! 
“41. Disk Number of Blocks (MSB) (00h)| 
“51 Disk Number of Blocks SSS (00h)! 
“61 Disk Number of Blocks SSSSsS™~S~S ] 
“71 Disk Number of Blocks (LSB) ———S~S&M 
“81. Disk Logical Block Address (MSB) ] 
“91 Disk Logical Block Address SSS | 
“1ol~~”*~*~<“<«*~*é‘;*:SC@ SK Logical Block Adress SCS | 
“lll” Disk Logical Block Address (LSB) | 


Source and Destination addresses shall be identical and equal to the controller SCSI device ID. If 


not. the controller creates the CHECK CONDITION cratic and cete the Sence Kev ta TTT TAT 
not, the controller creates the CHECK CONDITION status and sets the Sense Key io ILLEGAL 


REQUEST. Source and Destination LUNs specify the logical units of the controller to use for this 
segment of the COPY command. If the Source and Destination LUNs are not allocated to Disk or 
Tape according to the COPY function, the controller creates the CHECK CONDITION status and 
sets the Sense Key to ILLEGAL REQUEST. The Block Length is only supported by the controller 
for the QIC 02 Tape as 512 bytes. If bytes 2 and 3 are not equal to (0200h), the controller creates 
the CHECK CONDITION status and sets the Sense Key to ILLEGAL REQUEST. 


The Disk Number of Blocks specifies the number of blocks to transfer in this segment. A value of 
zero indicates that no blocks shall be transferred. The Disk Logical Block Address specifies the 
starting logical block address on the disk. 


Disk Block Size : ; 

The controller creates the CHECK CONDITION status and sets the Sense Key to ILLEGAL 
REQUEST with additional sense code 22h of “Illegal function for device type", if the disk block 
size is not equal to 512 bytes. 
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4.2.2 INQUIRY Command 
Peripheral Device Type: All 


INQUIRY Command Descriptor Block 


Bit | 7 1 6 | 5. 4 4 3. 1 2 +d 1 | Oo | 
Byte | | | | | | | | | 
eg Ry teeta 
“1 | Logical Unit Number | Reserved 
2 ia Reserved (00h) 
Bb Reserved (00h) 
ane Allocation Length —S—s 
Sh ee Control Byte stst—~—~—s 


The INQUIRY command requests that information regarding parameters of the controller and its 
attached peripheral device(s) be sent to the initiator. 


The ALLOCATION LENGTH specifies that the number of bytes the initiator has allocated for 
returned INQUIRY data. An Allocation Length of zero indicates that no INQUIRY data is 
transferred. This condition will not be considered an error. Any other value indicates the 
maximum number of bytes that are to be transferred. 


The controller will terminate the DATA-IN phase when Allocation Length bytes have been 
transferred or when all available INQUIRY data have been transferred to the host, whichever is 
less. The controller will return up to 36 or 54 bytes of INQUIRY data depending on the device 
type and the revision level of the product. 


The INQUIRY command will return a CHECK CONDITION status only when the controller 
cannot return the requested INQUIRY data. The INQUIRY data is returned even though the 
peripheral device may not be ready for other commands. 


If an INQUIRY command is received from an initiator with a pending unit attention condition 
(before the controller reports CHECK CONDITION status), the controller will perform the 
INQUIRY command and will not clear the unit attention condition. 


The INQUIRY data contains a 5 byte Header followed with 31 (1Fh) or 49 (31h) bytes of Data 
Format. 
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INQUIRY command (continued) 
INQUIRY Data 


0 | Peripheral Device Type | 
“11 RMBI Reserved = ——SSS«S 8) oF (OO 
“2-1 ISO Version (0) |__ ECMA Version (0) ANSI Version (1) | 
ae ae Reserved Cd | Response Data Format (ln)! 
eo ase es Additional Length (IFh or 31h)| 


Peripheral Device Type 


Code Description 


00h Direct-Access device (Winchester or Flexible Disk) 


Olh Sequential Access device (QIC 02 Tare) 


uentrai mecess cevice “Wat Us 1ape) 


7Fh Logical Unit not present 


An RMB (removable medium) byte 1, bit 7 byte 1 set to zero indicates that the medium is not fixed 
(not removable). An RMB bit set to one indicates that the medium is removable. 


The VERSION BYTE 2 set to one is the implemented version number of the SCSI standard. 

The ADDITIONAL LENGTH specifies the length in bytes of the following parameters. If the 
Allocation Length of the CDB is too small to transfer all of the parameters, the Additional Length is 
not adjusted to reflect the truncation. 


RESPONSE DATA FORMAT Code 01h indicates compliance to CCS (Common Command Set ). 
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4.2.3 REQUEST SENSE Command 
Peripheral Device Type: All 


REQUEST SENSE Command Descriptor Block 


Bit | 7 1 6 oI 5 ot 4 | 3. OI 2 S$ 1 ol Qo | 
Byte | | | I | | | | | 
he Bk, ea 
“1 | Logical Unit Number | Reserved 
Mos ee ee Reserved SS (OO) 
weiils:,  ws.°.= ed Reserved ssSs—~S (00h 
2 i cain: Allocation Length SSCS 
i. aaa Control Bye 


The REQUEST SENSE command requests that the controller transfer sense data to the host.The 
sense data is valid for a CHECK CONDITION status returned on the prior command. This sense 
data is preserved by the controller for the host until retrieved by the REQUEST SENSE command 
or until the receipt of any other command for the same logical unit from the host that issued the 
command resulting in the CHECK CONDITION status. Sense data is cleared upon receipt of any 
subsequent command to the logical unit from the host receiving the CHECK CONDITION status. 
In the case of the single host option, the controller will assume that the REQUEST SENSE 
command is from host zero. 


The ALLOCATION LENGTH specifies the number of bytes that the host has allocated for returned 
sense data. An Allocation Length of zero indicates that four bytes of sense data are to be 
transferred. Any other value indicates the maximum number of bytes that are to be transferred. The 
controller will terminate the DATA IN phase when the Allocation Length bytes have been 
transferred or when all available sense data have been transferred to the host, whichever is less. 
The controller will return up to 16 bytes of sense for Direct Access devices and up to 24 bytes of 
sense for Sequential Access device (QIC 02). 


The Additional Sense code 00h indicates that the controller does not support any Additional Sense 
Code for the related Sense Key or does not have any appropriate additional sense to return for the 
CHECK CONDITION status that it created. 


Additional Sense Codes 


VALUE DEFINITION 

00 No Additional Sense Information. 
o1 No Index/Sector signal (disks) 
02 No Seek Complete (disks) 

03 Write Fault 

04 Drive Not Ready 
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REQUEST SENSE command (continued) 


VALUE DEFINITION 

05 Drive Not Selected 

06 No Track Zero found (disks) 

07 Multiple Drives Selected (Check Drive Select signals) 

O8h through 0Ch Reserved 

0Dh Operation in Progress 

10b ID CRC error (Direct Access Devices) or Tape Exception 
(QIC 02) 

11h Unrecovered Read error of data blocks (Uncorrectable) 

12h No Address Mark found in ID field (disks) 

13h No Address Mark found in Data field (disks) 

i4h No record found (disks) 

15h Seek Positioning error (disks) 

16h Reserved 

17h se Read data with controller's Read retries (not with 

18h Reserved 

19h Defect List (P or G lists) read error (Winchester only) 

1Ah Parameter Overrun 

1Bh Reserved 

1Ch Primary Defect List not found (Winchester only) 

1Dh Reserved 

1Eh Reserved 

1Fh Tape handshake failure (Tape only) 

20h Invalid Command Operation Code 

21h Invalid Logical Block Address. Address greater than the LBA 
returned by the READ CAPACITY data with PMI bit set in 
the CDB. 

22h Illegal function for device type. 

23h Reserved 

24h Illegal field in Command Descriptor Block 

25h Invalid LUN ; 

26h Invalid field Parameter List (data out bytes 

27h Write Protected 

28h Medium Changed 

29h Power On or Reset or Bus Device Reset occurred. 

2Ah Mode Select Parameters changed 

2Bh FDC 765 error (7000, 7200 or 7400 only) 

2Ch through 2Fh Reserved 

30h Incompatible Cartridge 

3th Medium Format Corrupted 

32h No Defect Spare Location Available (Winchester only) 

33h through 3Fh Reserved 
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REQUEST SENSE command (continued) 


VALUE DEFINITION 

40h RAM Failure 

41h through 42h Reserved 

43h Message Reject Error 

44h Internal Controller Error 

45h Select/Reselect failed 

46h Reserved 

47h SCSI Interface Parity Error 
48h Initiator Detected Error 

49h Inappropriate/Illegal Message 


4Ah through 7Fh Reserved 
80h through 8Bh Correctable ECC error, number of bits correctable = x (0 


through B) 
8Ch through 8Fh Reserved 
90h Configuration Error (See 6.13.3) 
91h through 9Fh Reserved 


AOh through AFh SelfTest "Ax" Failed (See 6.13.2) 
BOh through FFh Reserved 


Code 10h, Tape Exception is not necessarily an error. As an example, in the case of a Tape File 
Mark detected, the Tape Exception condition is created by the Tape drive in order to report the 
event. 


The REQUEST SENSE command will return the CHECK CONDITION status only to report fatal 
errors for the REQUEST SENSE command. For example: 


(1) The controller receives a nonzero reserved bit in the CDB. 
(2) An unrecovered parity error occurs on the DATA BUS. 
(3) A controller malfunction prevents return of the sense data. 


If any non-fatal error occurs during the execution of the REQUEST SENSE command, the 
controller will return the sense data with GOOD status. 


Following a fatal error on a REQUEST SENSE command, sense data may be invalid. 


Extended Sense. Error class 7 specifies Extended Sense. Error Code zero specifies the Extended 
Sense data format. 


The Extended Sense Data Format is shown in the following table. 
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Extended Sense Data Format (for 7400 only) 


Bri 7 | 6 t| 5 t 4 | 3 | 2 1 4 1 0 4 
Byte | 
“D1 Valid | Class()~—~—~—~«-~S~SError Code (0) ———_-(7Oh)or FOhy! 
The oe at fo COPY Segment Number (00H)! 
“2 iFileMark | EOM1 0 | 0 1 Sense Key fi 
ee ON eee Information Byte (MSB)—S—=S 
“atbe Sg Information Byte =tst=~CS~S~S~S 
an. Se A Information Byte tts—~S~S 
cr alias ame: Information Byte (LSB) S~=~S 
ot Ce ee Additional Sense Length (08h or 10h)I 
i ta ae ave (0h) 
fo “Mi. (00h)! 
gig Oe ovis (00h)! 
afi mZ (O0h)| 
“pio Additional Sense Code —S—~S 
‘or::tCtCSCS; Ssti<CSsti‘iéi “we! (OOh)I 
7s a eearaie: movie (Oon)l 
“a4 °° eae ROOT 
a ee Tape Sense ByteO 8 
; Gnas Tape Sense Bytel = | | 
“igi| Sey ee ee Tape Sense Byte2 tst—~CS~*S 
oe ee Tape Sense BYte3tst=<“‘i=‘s™SCS 
ot Tape Sense Bytedssts—<CS~stsS | 
one. Tape Sense ByteSssts—~S~s 
Sp et eee Taeseeteg@ °° 
“Oe ee ee Tape Sense Byte? = t—=~CS~S 
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REQUEST SENSE command (continued) 


The FILEMARK bit indicates that the current Tape command has read a filemark. This bit is only 
used for Sequential-Access Device (QIC 02 Tape). 


The END-OF-MEDIUM (EOM) bit indicates that an end-of-medium (end-of-tape, beginning-of- 
tape) has occurred on a sequential access device. For sequential-access devices, this bit indicates 
that the unit is at or past the early-warning end-of-tape if the direction was forward. Direct-access 
devices will not use this bit; instead, these devices will report attempts to access beyond the end-of- 
medium as ILLEGAL REQUEST sense key. 


The INFORMATION BYTES are not defined if the Valid bit is zero. If the Valid bit is one, the 
Information Bytes contain the unsigned LBA associated with the Sense Key. These bytes report the 
number of Tape Blocks accessed. When requesting access to more blocks than recorded, the 
difference between the Block Count of the command and the Information bytes, computed by the 
host software, would provide the remaining block count requested. 


- SPACE command : These bytes report the number of Tape Blocks spaced with the Block Mode 
or the number of File Marks spaced with the File Mark Mode. 


The ADDITIONAL SENSE LENGTH specifies the number of additional sense bytes to follow, 
which is 8 for Direct Access devices or 16 (10h) for Tape. If the Allocation Length of the CDB is 
too small to transfer all of the additional sense bytes, the Additional Sense Length is not adjusted to 
reflect the truncation. 


TAPE SENSE BYTES (valid for the 7400 model only) : 

The first six Tape Sense bytes come from the Tape Formatter, as specified in the QIC-02 
specification. The last two Tape Sense bytes are generated by the controller. The Exception 
condition bit 7 of bytes 0,1,6, and 7 is set to one only if this byte contains an error condition or the 
tape has to report a physical event. More than one byte may have bit 7 set to one. 


Note: When Operation in Progress error (ODh) is returned by a REQUEST SENSE command, only 
bytes 6 and 7 of the Tape Sense bytes reported are valid, and the other six Tape Sense bytes are 
meaningless. 


TAPE SENSE BYTE 0 
- Bit7 Exception condition (at least one of bits 0-6 is on) 
- Bit6 Cartridge not installed 
- Bit 5 Unselected Tape drive 
- Bit 4 Write Protected cartridge 
- Bit3 End of medium (EOM) 
- Bit2 Unrecoverable data error 
- Bit1 Bad block not located 


- Bito File Mark detected 
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- a 7 Exception condition (at least one of bits 0-6 is on) 
- Bité Illegal QIC 02 command 
- Bit 5 No data detected 
- Bit4 Reserved 
- Bit3 Beginning of medium (BOM) 
~ Bit2 Reserved 
- Bit1 Reserved- Bit 0 Power On, Reset occured 
TAPE SENSE BYTE 2 AND 3 
- The number of blocks rewritten by the controller recovery procedure, for WRITE and VERIFY 
commands. 


- The number of READ retries exercised by the controller recovery procedure. 
The most significant byte is 2. 


TAPE SENSE BYTES 4 AND 5 (UNDERFLOW COUNTER) 
- These bytes indicate the number of times streaming operations were interrupted due to host 
failure to maintain minimum throughput rate. The most significant byte is byte 4. 


The following two bytes are prepared by the controller, not returned by the Tape Formatter. 


TAPE SENSE BYTE 6 
- Bit7 Exception Condition (at least one of bits 0-6 is on) 
- Bit 6 DMA time-out during handshake on the QIC 02 bus 
- Bits Reserved 
- Bit 4 Reserved 
- Bit3 Reserved 
- Bit 2 Reserved 
-Bit1 Reserved 
- Biro Tape Parity error 
TAPE SENSE BYTE7 
- Bit7 Exception Condition (at least one of bits 0-6 is on) 
- Bit6 Reserved 
- BitS Reserved 
- Bit 4 Rewind in progress 
- Bit3 End of data recorded on the tape (EOD) 
- Bit2 Reserved 
- Biri See table below 
- Bird See table below 
Bits 1 0 Meaning 
0 0 Off Line 
0 1 On Line (default to Read if Bit 1 =O) 
1 0 Megal 
1 1 White operation in progress 
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2h 


3h 


4h 


Sh 


6h 


7h 


REQUEST SENSE command (continued) 
SENSE KEYs Description (Byte 2) 


NO SENSE. Indicates that there is no specific sense key information to be 
reported for the designated logical unit. This is the case for a successful command. 


RECOVERED ERROR. Indicates that the last command was completed 
successfully with some recovery action performed by the controller. Details may be 
determined by examining the additional sense bytes and the information bytes. 


NOT READY. Indicates that the logical unit addressed cannot be accessed. 
Operator intervention may be required to correct this condition. 


MEDIUM ERROR. Indicates that the command terminated with a nonrecovered 
error condition that was probably caused by a flaw in the medium or an error in the 
recorded data. 


HARDWARE ERROR. Indicates that the controller detected a nonrecoverable 
hardware failure (for example, controller failure, device failure, parity error, etc) 
while performing the command or during a self test. 


ILLEGAL REQUEST. Indicates that there was an illegal parameter in the CDB 
or in the additional parameters supplied as data for some commands (FORMAT 
UNIT, etc). If the controller detects an invalid parameter in the CDB, then it will 
terminate the command without altering the medium. 


UNIT ATTENTION. Indicates that the removable medium may have been 
changed or the controller has been reset or MODE SELECT Parameters have 
changed. This status is reported to all hosts for all LUN*s as the initial status after 
the controller is powered-up or reset unless the controller had a self-test failure. 


DATA PROTECT. Indicates that a command that reads or writes the medium 
was attempted on a block that is protected from this operation. The read or write 
operation is not performed. 


COPY ABORTED. Indicates a COPY was aborted due to an error condition on 
the source LUN, the destination LUN or both. 


ABORTED COMMAND. Indicates that the controller aborted the command. 
The host may be able to recover by trying the command again. 


VOLUME OVERFLOW. Indicates that the Tape has reached the end of medium 
(EOM). Valid for the and 7400 models. 
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4.2.4 SEND DIAGNOSTIC Command 
Peripheral Device Type: All 


SEND DIAGNOSTIC Command Descriptor Block 


Bit | 7 I 6 4 5 ot 4 | 3 4 2 4 1 I 0 ot 
Byte | i I I I | i | 
COM. Ft tak i  * - ai 

1 | Logical Unit Number Reserved | SelfTestl| 0 | 0 | 

21 Reserved ~ (OOh)| 

3 | Reserved. (Oh)! 

4 | Reserved. (00h) 

5] Control Byte | 
The SEND DIAGNOSTIC command requests the controller to perform its default diagnostic test. 
The SELFTEST bit is ignored. 

The controller executes the following self tests: 

TEST # TEST # 

0 = ROM 6 = Sequencer State Control RAM 
2 = Buffer RAM 7 = Disk interface chip 


5 - Sequencer Chip 


If the self test successfully passes, the command is terminated with a GOOD status; otherwise, the 
command will be terminated with a CHECK CONDITION status and the sense key is set to 
HARDWARE ERROR/Additional sense set to the Self Test number (AO to AF) that failed (See 
error conditions in section 6). : 
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4.2.5 TEST UNIT READY Command 
Type: All 
TEST UNIT READY Command Descriptor Block. 


Bit | 7 4 6 | 5 ol 4 1 3 I 2 1 I Qo | 
Byte | I | | | | | I | 
oe ns ee hs kd ee ee PG 
“1 1 Logical Unit Number] SS~=«*@Y Reserved sd 
Ss ae enna Reserved SSS (00h) 
non ie ae te Reseved SSS (Ooh) 
ete ene ee Reserved SSS (00h)| 
ic Se Control Byte st—<CS~ts‘s~™~*~*™ 


This command selects the LUN specified; and if the device is ready and not seeking, GOOD 
STATUS is returned. In the case of a Winchester with a Removable Cartridge, GOOD STATUS 
indicates that the cartridge is instalied. In the case of a Tape drive, GOOD STATUS indicates that 
the unit is on line and ready. 


When issued to the Flexible disk, the motor is turned on and the command waits for Ready. When 
issued to a Winchester device, this command does not wait for the device to become Tteady and does 
not disconnect while executing the command. 


Valid responses: 


SENSE KEY ADDITIONAL CODE 
Drive not ready NOT READY DRIVE NOT READY | 
Drive not selected HARDWARE ERROR DRIVE NOT SELECTED 
Multiple drives selected HARDWARE ERROR MULTIPLE DRIVES SELECTED 
Cartridge changed UNIT ATTENTION CARTRIDGE CHANGED 
Seek/Command in Progress NOT READY SEEK IN PROGRESS 
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4.3. GROUP 0 DIRECT ACCESS COMMANDS 


Group 0 Commands for Direct-Access Devices 


Code Command Name Type Section 


Paget eee Ce eins Wh Te a tn Oe ee ee | 
04h FORMAT UNIT W,F 713.2 £54! 
15h MODE SELECT W,F 7.3.7 4.32 
1Ah MODE SENSE W,F 7.3.10 

08h READ W,F 7.3.4 

07h REASSIGN BLOCKS WwW 7.3.3 

17h RELEASE W,F 7.3.9 

16h RESERVE W,F 7.3.8 

Olh REZERO UNIT W,F 7.3.1 

OBh SEEK W,F 7.3.6 

1Bh START/STOP UNIT WwW 73.11 

OAh WRITE W.F 7.3.5 


See section 4.2 for other Group 0 commands. 


4.3.1 FORMAT UNIT 
Peripheral Device Type: Direct Access 


FORMAT UNIT Command Descriptor 


Br! 7 ! 6 ! 5 | 4 | 3 t 2 + t $6 4 
Byte | | i | ! 
‘iy eo ge ee ae 
“1-1 Logical Unit Number {FmtDta {CmpLst| Defect List Format | 
“31 Interleave Factor (MSB) SS (00h)! 
“41. $nterleave Factor (LSB). SSS l 
i. Gone Bye. | 


The FORMAT UNIT command formats the medium on the logical unit. 


A FMIDATA (Format Data) bit set to one indicates that a DATA OUT Phase takes place during the 
command execution. The defect list header can be used to specify that the P list be used (DPRY), 
that the controller check the media for defects (OCRT), whether the controller shouid stop if it is 
unable to read the defect lists (STPF), whether a special certification pattern should be used (CP) 
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FORMAT UNIT command (continued) 


and if a defect list is included and how long it is (List Length). The defect list which may be 
included (if Defect List Length is different than zero) with this data specifies the defect list that shall 
be entered into the defect map. The flaw areas of this map will be removed by the controller from 
the host addressable blocks. The format of the defect list is determined by the Defect List Format 
defined by bits 0 through 2. The controller accepts Bytes from Index and Physical Sector defect list 
format. 


AFMITDATA bit set to zero indicates that the DATA OUT phase shall not occur (no defect list 
header and no defect data are supplied by the host). This shall always be the case for Flexible Disk 
drives. For ST506 type winchester drives the controller will format without using a P list, without 
certification, will format the G list tracks and initialize with zero defects, and will stop if it is unable 
to read or write the G list tracks. For ESDI type winchester drives the controller will format using 
the OMTI P list if available or by reading the Manufactures defect list and creating the OMTI P list, 
without certification, will format the G list tracks and initialize with zero defects, and will stop if it 
is unable to read or write the G or P list tracks. 


A FMITDATA bit set to one indicates that the DATAOUT phase shall occur. The Defect List header 
defines this Format Option. 


A CMPLST (Complete List) bit set to one indicates the data supplied by the host during the DATA 
OUT phase of the command execution is the compiete list of known detects. Any previous host- 
specified defect map or defect data will be erased by the controller. The result is to format the tracks 
containing the G List and initialize with zero defects. 


A CMPLST bit set to zero indicates that the data supplied by the host during the DATA OUT 
phase will be added to the current G list. NOTE: If the current G list is unreadable this option will 
cause an error. ; 


INTERLEAVE 


The Interleave field (byte 3 and 4) requests that the logical blocks be related in a specific fashion to 
the physical blocks to facilitate speed matching. An interleave value of zero requests that the 
controller use its default interleave which is one to one. An interleave value of one requests that 
consecutive logical blocks be placed in consecutive physical order. The controller will not accept a 
value different than zero or one. An interleave value greater than one is not needed because of the 
large buffer provided and because the controller Ring buffer scheme implemented in the OMTI chip 
set allow simultaneous access to the RAM from the drive and from the SCSI bus. 


The order in which logical blocks are placed on the each track of the disk drive depends on the 
defect sparing scheme chosen, none, zone = track or zone = cylinder and the skewing factor that is 
chosen. 


The controller disconnects after the command phase to release the bus for hosts that support 
disconnect/reconnect. 
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FORMAT UNIT command (continued) 


The defect list shown in the following Table contains a four-byte Header followed by one or more 
Defect Descriptors. The Defect List Length is equal to eight times the number of Defect 
Descriptors. 


Defect List Header 


he 7 6 ft Sk a a a Oe eG 
Byte | 
RQ? fears es pee es oe ee Ce (00h) 
‘1 | FOV! DPRY!| DCRT| STPF | CP | Reserved | 


Byte i of the Defect List Header defines how the host may optionally control the Primary defect list 
flaw management scheme during the FORMAT UNIT command. 


- Bits 0 through 3 are reserved. 


FOV (Format Options Valid) Bit 7 set to zero indicates that the initiator requests the controller's 
default values to be set for the functions defined by bits 4 through 6. If bit 7 is set to zero, the 
initiator shall set bits 4 through 6 to zero, otherwise the controller creates the CHECK.CONDITION 
status with ILLEGAL REQUEST Sense Key. 


- DPRY (Disable Primary) bit set to zero and FOV set to one indicates that the controller shall 
manage the Primary list of defects while formatting.- DPRY bit set to one and FOV set to one 
indicates that the controller shall exclude the Primary list from the list of flaws to manage while 


formatting. 
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FORMAT UNIT command (continued) 


- DCRT (Disable Certification) bit set to zero and FOV set to one indicates that the controller 
shall execute the target certification routine. Enabling certification makes the time of execution 
of the FORMAT UNIT command much longer, as described in the following. After the disk is 
formatted, the selected certification pattern is written to the buffer then to each valid sector on a 
track. Then each track is verified. If any defects are found during the verify process, the 
number of Bytes from Index is calculated and the defect is added to the G list. After all tracks 
are checked and if at least one defect is found, the disk is re-formatted using the current G and, 
if enabled, P lists. The disk is then re-certified to ensure that no new defects were introduced 
after the re-format. The format/write/verify procedure ends when no new defect is found after 
the verify process. The time of execution of a high capacity disk drive may then be very long. 
The default certification pattern is 4E65h. However, the pattern may be selectable by the 


initiator, see the definition of the CP bit. DCRT bit set to one and FOV set to one indicates that 
the target shall disable the target certification routine while formatting. 


STPF (Stop Format) bit set to zero indicates that the controller shall continue the format 
process, even if either of the lists of defects P or G are not successfully accessed in whole or in 
part. The controller will create the CHECK CONDITION status after completion of the format 
process with RECOVERED ERROR Sense key, if no other error occurred than successful 
access the P or G lists. STPF bit set to one indicates that the controller shall stop the format 
process upon failing to successfully access, in whole or in part, any of the lists of defects P or 
G. The controller creates the CHECK CONDITION status with MEDIUM ERROR Sense key. 


- CP (Certification Pattern) bit set to one indicates that the initiator is passing a 2 byte pattern in 
the three bytes following the defect list header and before any defect descriptors (if any). The 
defect list length shall not include the three bytes used for the certification pattern. Among these 
three bytes, the first byte shall be set to two, defining the length in bytes of the pattern, the last 
two bytes shall be set to the choosen 16 bit pattern. This does not change the default of 4E65h, 
so if another FORMAT UNIT command is issued, the desired pattern must be passed again by 
the initiator. CP bit set to zero indicates that the initiator is not passing a 2 byte pattern and that 
the default pattern of 4E65h shall be used by the controller. 


If the Fmtdata bit is set to zero by the initiator, the default format parameters set by the controller 
are: 


DPRY=0 for ESDI drives = 1 for ST drives, DCRT = 1, STPF=1 and CP = O standing for 
handling of the P list with ESDI drives (not with ST drives) but no certification performed. 
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FORMAT UNIT command (continued) 
Defect Descriptor(s) 
PHYSICAL SECTOR FORMAT 


Bit | Ye 6 | 3. 4 1 3 I 2 4 1 4 0. | 
Byte | 1 “| | I I | | | 
“Ol Cylinder Number of Defect (MSB) (OOny! 
‘Tl ydinder Number of Defect. SSSSS~S 
“21. @ylinder Number of Defect (LSB) ] 
“31 -s#Head Number of Defect. SSS™S™~S~S~S~S~S 
“410 ‘Defect Sector Number (MSB) Ooh) 
“S| Defect Sector Number SSSS™S~«™ (00h) 
“61 ~~~”~SC@efeet Sector Number SCS (00h) 
‘71 Defect Sector Number (LSB) SSS ] 


Each defect descriptor for the physical sector format specifies a sector size defect location comprized 
of the cylinder number of the defect, the head and the defect sector number. The defect descriptors 
shall _be in ascending order. For determining ascending order, the cylinder number of the defect is 
considered the most significant part of the address and the defect sector number is considered the 
least significant part. A defect sector number of FFFFFFFFh indicates that the entire track shall be 
reassigned. 


The controller stores these defects in the G list in the Bytes From Index format. The defect is 
assumed to be 80h bytes from the beginning of the specified sector. 
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FORMAT UNIT COMMAND (cont.) 
BYTES FROM INDEX FORMAT 


as me Cr ae e- W G e 
Byte | | | i 
ol Gylinder Number of Detect GSE) oom 
ee ding Niche of lehe | 
2)  -€yltinder Number of Defect SB) 4 
3. Head Number of beet. SSC 
“41 Defect Bytes from Index (MSB) | 
ae EO ener ion mde l 
“4. ete Beas trom inde 
“Fy Detect Bytes from Index (SB) cE 


Each Defect Descriptor for the Bytes From Index format specifies the starting byte address of the 
defect on the medium. The Defect Descriptor is defined as an eight-byte field in the Data Out phase. 
Each Defect Descriptor is comprised of the cylinder number of the defect, the head number of the 
defect, and the defect bytes from index. The Defect Descriptors shall be sent in ascending order b 
the host. To determine ascending order, the cylinder number of the defect is considered the most 
significant part of the address and the defect Bytes From Index is considered the least Significant 
part of the address. If the defect length is over 11 bits, it is recommended that the host specifies 
multiple defect descriptors. 


A defect Bytes From Index of FFFFFFFFh indicates that the entire track is to be Teassigned. 
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FORMAT UNIT Command Variations : 


wer 


FORMAT UNIT command (continued) 


Cases with no Defect Descriptors sent from the host in the data out phase (No D 


list) 
CDB'sBitReferene tt” 
43210 
FntData DD 
| CmpLst FPC Defect 
| | DefectLit ORR List List(s) 
1 1 - Format VYT Length used 
00 0 0 00h) x xX xX N/A 
P,G 
G 


1000 0(10h) 0 0 0(00h) zero G 


1000 O(10h) 1 1 1(E0h) zero G 


This variation is to be used to format 
previously unformatted drives . 

The controller executes the format with no 
defect data sent from the initiator to the 
controller (no Data Out phase, no defect list 
header, no defect descriptors). The two tracks 
that contain the G list are formatted and 
initialized to no defects. 

If the drive is an ESDI type, the controller will 
attempt to read the P list and will map out any 
defects contained in the P list. If the controller 
is not able to read the ESDI P list, the 
controller creates the CHECK CONDITION 
Status with MEDIUM ERROR sense key 
(03h) and additional sense code of 19h. 

If the drive is an ST type, no defects will be 
mapped out. This variation is the only valid 
selection for LUNs allocated to FLEXIBLE 
DISK drives. Note : There is no mapping of 
defects and no P nor G lists for Flexible 
disks. 


Reformats using the G list recorded on the 
disk Gif any). The Defect List Length shall be 
set to zero by the initiator (No D list).Format 
with no P List or Certification. 

Same as above. Format with no P lst nor 
certification (FOV = 1 with DPRY and DCRT 
=1). 

Same as above with P list. 

Same as above with P list and certification. 
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1100 0 (18h) 


00 


0(00h) zero None 


1100 0(18h) 1 1 1(EO0h) zero None 


1 100 O(18h) 1 0 1(AOh) zero 
1100 O(18h) 1 0 O(80h) zero 


FORMAT UNIT Command Variations : 


the host in the data out phase (with D list) 


Reformats without using the current G list 
recorded on the disk (CmpLst bit set to. one). 
The controller formats the G list tracks and 
initializes the number of defects to zero.The 
Defect List Length shall be set to zero by the 
initiator. 

Same as above. Format with no P list nor 
certification (FOV = 1 with DPRY and DCRT 
= 


Same as above with P list. NOTE: Does not 
wipe out the "P" list. 
Same as above with P list and certification. 


Cases with Defect Descriptors sent from 


CDB's Bit Reference 


43210 
FmtData 

| CmpLst 

| | Defect List 
! | 1 Format 


D 

Cc Defect 

R List List(s) 
T Length used 


1010 0(14h) 


10 1 0 O(14h) 


1010 0(14h) 
1010 0(14h) 


0(00h) non-zero D,G 


1(E0h) non-zero D,G 


New Format adding defects. 

The controller executes the format adding the 
defects provided in the Data Out phase to the 
defects in the current G list (if any). Format 
with no P list nor certification (FOV =0). The 
D list format is Bytes From Index. 

Same as above. Format with no P list nor 


1 (AQh) non-zero D,G,P. Same as above with P list. 
D,G 


0 (80h) non-zero 


P Same as above with P list and 
certification. 


10 10 1(15h) 


1010 1(45h) 


1010 1(15h) 
1010 1(15h) 


0 (00h) non-zero D,G 


1 0h) non-zero D,G 


1(AOh) non-zero D, 
0(80h) non-zero D 


The controller executes the format adding the 
defects provided in the Data Out phase to the 
defects in the current G list (if any). Format 
with no P list nor certification (FOV =0). The 
D list format is in Physical Sector Format. 
Same as above. Format with no P list nor 
certification (FOV =1 with DPRY and DCRT 


P Same as above with P list. 
P Same as above with P list and 
certification. 
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1 1 1.0 0(1Ch) 0 0 0(00h) non-zero D The controller executes the format using the 
defects provided in the Data Out phase as the 
full set of known defects (CmpLst = 1). 
The controller formats the G list tracks and 
creates a new list with these new set of defects 
provided in the Data Out phase. The D list 
format is in Bytes From Index Format. 
Format with no P list nor certification (FOV = 
0). Same result would be achieved with FOV, 
DPRY and DCRT =1). 

11 10 0(1Ch) 1 1 1 (0h) non-zero D Same as above. Format with no P list nor 
certification (FOV =1 with DPRY and DCRT 


11 10 0(1Ch) 1 0 1(A0h) non-zero D,P Same as above with P list, DPRY =0. 
1 0 O(1Ch) 1 0 0(80h) non-zero D,P Same as above with P list and certification. 


1 1 1 0 1€Dh) 0 0 0(00h) non-zero D The controller executes the format using the 
defects provided in the Data Out phase as the 
full set of known defects (CmpLst = 1). 
The controller formats the G list tracks and 
creates a new list with these new set of defects 
provided in the Data Out phase. The D list 
format is in Physical Sector Format. 
Format with no P list nor certification (FOV = 
0). Same result would be achieved with 
FOV,DPRY and DCRT =1). 

1 11.0 1(1Dh)-1 1 1(0h) non-zero D Same as above. Format with no P list nor 
certification (FOV =1 with DPRY and DCRT 

1 1 1 0 1(1Dh) 1 0 1(A0h) non-zero D,P Same as above with P list, DPRY = 0. 

1 1 1 0 1(1Dh) 1 0 0(80h) non-zero D,P Same as above with P list and certification. 
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FORMAT UNIT COMMAND (cont.) 
ifics fi : : eee 
The FORMAT UNIT command also creates control structures for the management of defects (if 
requested by the host) and, after all tracks are formatted, saves the self configuration parameters on 
track 0. The MODE SELECT Page 3 defines the parameters to be set by the host for defect 
management. 


It is important to get the correct system information on track 0 of both winchester disks so the 
system will self configure after power up and Bus Reset. To do this the system should be 
configured as it will be used. All devices that will be connected to the controller should be 
connected and powered up. If winchester device select 1 is an ESDI drive, the jumper W6 should 
be installed and if winchester device select 2 is an ESDI drive, the jumper W7 should be installed. 


The following sequence should be followed: 


This sequence assumes none of the Winchesters have been formatted. If they have, it may be 
necessary to reformat track 0 by starting a format on each drive then doing a Bus Reset or power 
down after several seconds. Track 0 is written after the format is complete so this will leave track 0 
formatted but uninitialized. 

~ Reserve all connected units 

- Mode Select of Page 22 with the desired LUN association 

- Mode Sense for the first winchester 

- Mode Select with the SP (Save Pages) bit = 0. 

- Mode Sense and Mode Select for each device connected to the controller.(With the SP 

bit =0) 

- Format Unit for the first winchester 

- Format Unit for the second winchester 

- Release all units. 


Formatting starts from track zero included of cylinder zero and proceeds until all user tracks are 


formatted. The tracks are written starting with the index. If no certification is required during the 
format process, all sector data fields are filled with 6Ch or ESh pattern. 
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FORM AAT UN t INIT wit COMMAND con nit.) 
SKEWING 
Track and Cylinder skew factors in the Mode Select command Page 3, are the parameters which 
also control the relation between physical and logical blocks on the disk drive (see Mode Sense for 
default values). These parameters should be set depend on the specific disk drive characteristics to 
allow enough time for head and cylinder switching. 


The following table represent the advantage of using sector skewing to improve controller 
throughput. All figures are relative and aproximate. Daia transfer rate for Zone = Cyl and #Spares 
= 1is 100%. 


Other parameters are: Interleave = 1 
Track skew factor = 1 
Cylinder skew factor = 4 


NO SPARES ZONE = CYL ZONE = TRACK 
sr se | ew | skew | skew 
SPARE ci SKEW SKEW SKEW 


Note: In some instances the throughput is better without sector skewing. 
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FORMAT UNIT COMMAND (cont.) 
BAD SECTOR HANDLIN! 
The controller has the capability of mapping out bad sectors on Winchester Disks so the medium 
appears error free to the host. 


In the MODE SELECT command Page 3, the number of sectors (or blocks) per zone to be de- 
allocated is programmable. The zone size can be programmed to be either : 

- one track 

- or one cylinder 


The controller de-allocates spare sectors at the end of the zone (See MODE SENSE default values). 


If the host does not de-allocate any spare sectors in the MODE SELECT Page 3 (if issued), then the 
controller will not map out any flaws, and will let the host operating system handle defects. 


DEFECTIVE SECTOR SCHEME 


The scheme that OMTI chose to implement avoids any impact on performance when a single or 
multi-block data transfer does not include handling a defective block among the blocks to access. 
Impact on command time of execution will only occur when accessing an alternate location (or 
spare). The OMTI controller does not read a lookup table to count the previous defect addresses 
prior to converting the Logical Block address of the CDB to physical address. Other schemes 
implementing a lookup table would have to access this table for each access, whether the blocks to 
transfer include a defective sector or not. Accessing the table is time consuming, and is added to the 
overhead. The result of OMTT's scheme is lower overhead and a faster time of execution in 
Command phase and/or Data phase. ; 


Also during FORMAT or REASSIGN BLOCKS command, the controller skips known defects. 
This scheme is also described as "in line sparing" and is designed to minimize the number of 
revolutions necessary to read consecutive tracks. In the following example, the 3 tracks will be 
read in 3 disk revolutions (even with 2 defects included). Only if two sectors are defective in one 
track (with one spare available per track) will the controller read in 4 revolutions. The extra 
revolution would be for accessing the next spare available on the next track (s). 


The following example is with : Zone = One track (of 6 physical sectors) 
One Altemate Sector per Zone (track) 


5 Logical Sectors per track 
30 $1 $2 3 $4 | 35 
Tl 
T2 
T3 


S = Sector T=Track Log = Logical Block Address 
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FORMAT UNIT COMMAND (cont.) 
DEFECT LIST: 
P = PRIMARY DEFECT LIST: This list refers to the list of defects recorded on the medium (if 
any) by the manufacturer (of ESDI drives) or by the WRITE PRIMARY DEFECT LIST command. 


During the FORMAT UNIT command, if FMTDATA (see CDB) is set to zero and the drive type is 
ESDI, or if FMTDATA is set to one and DRPY (see header of Data Out phase) is not set to one, the 
controller attempts to read the P list in order to remove the P list flaws from the host addressable 
data blocks. 


There are actually two primary lists maintained on the disk on ESDI drives: The Manufacturer's list, 
which was written by the manufacturer of the drive, and an OMTI P list. The Manufacturer's list is 
only read one time and the defects are written to the OMTI P list. The OMTI P list is then used during 
all subsequent FORMAT or REASSIGN BLOCK commands unless it becomes unreadable, in which 
case, the Manufacturer's List is again used to create the OMTI P list. The OMTI P list is contained on 
two tracks for redundancy. These tracks are formatted during the initial format of the drive or by 
issuing the WRITE PRIMARY DEFECT LIST command. Once this list is created by the controller, 
it is not written to during subsequent FORMAT or REASSIGN BLOCK commands to assure its 
integrity. 


A copy of the P list is created at the same time as the OMTI P list. The list is updated during a format 
with the cylinder, head and sector address of where each defect is mapped to. 


Assuming that the list of defects had grown during the lifetime of the medium, the host can select 
the controller to use only the P List flaws, to return to the "as shipped" condition from the 
manufacturer. 


G = GROWN DEFECT LIST: This list is maintained by the controller on the disk. This list 
includes defects identified to or by the controller. This list does not include the Primary list of 
defects (P list). 


Entries to this Grown Defect List include: 
- Defects provided to the controller in Data Defect lists during previous and current 
FORMAT UNIT commands. 
- Defects found during the certification process of the FORMAT UNIT command. 
- Defects appended by the REASSIGN BLOCKS commands. 
- Defects added to the G list if the original defects are within 32 bytes of the end or the start 
of a sector. 


D = DATA DEFECT LIST : This list is supplied to the controller by the host in the DATA OUT 


phase. The Defect List Length (Byte 2 and 3) of the Defect List Header may be null. The D defects 
identified by the host are mapped out and added to the Grown list (G List). 
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FORMAT UNIT command (continued) 


ER OF DEFE THE CONTR AN HANDLE 

During the process of finding alternates for the defects, the controller uses a table to hold the defect 
addresses that are being remapped. The maximum size of this table is 128 addresses. As an 
example, one sector per track is deallocated. The combined P ang G lists (if both requested) have 
two sectors to be reassigned in the first track and 3 in the following track. The first sector of the 
first track to be reassigned will use the alternate sector of the first track. The second sector of the 
first track to be reassigned will use the alternate sector of the second track. Prior to formatting the 
second track, the address of this second sector is stored in the table limited to 128 addresses. Prior 
to formatting the third track, the address of the 3 sectors of the second track are stored in the table 
limited to 128 addresses. 


As another example, with 32 sectors per track, no more than 4 tracks (or 4 times 32 sectors) in a 
row can be specified as Defect Descriptor with a value of : 


P&GLIST SIZES 


The maximum number of defects that the controller may authorize per P or G lists depend on the 
RAM BUFFER size and the block size. The reason is the G and P lists are kept in the RAM 
BUFFER during the FORMAT UNIT and REASSIGN BLOCKS commands. With an 8K RAM 
BUFFER, the maximum number of defects is 390 per list for a total of 780 defects or 390 total if 
there is no P list recorded or found. With some block sizes the number is less. The maximum 
number of defects with an 8K RAM BUFFER and 820h biock size is 223 defects per list. If too 
many defects are being added to the "G" list during the WRITE PRIMARY DEFECT LIST, 
FORMAT UNIT and REASSIGN BLOCKS commands the controller reports an ILLEGAL 
REQUEST Sense Key with No Spare Location Available additional sense code. 
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4.3.2, MODE SELECT Command 
Peripheral Device Type: Direct Access (W+F) 


MODE SELECT Command Descriptor Block 


The MODE SELECT command provides a means for the initiator to specify or change medium, 
logical unit, or peripheral device parameters in the controjler and by using the Save Pages (SP) bit 
to save these parameters on the winchester disks. 


The PARAMETER LIST LENGTH specifies the length in bytes of the MODE SELECT parameter 
list that is transferred during the DATA OUT phase. A Parameter List Length of zero indicates that 
no data is transferred. This condition will not be considered an error. 


PF (PAGE FORMAT) byte 1 bit 4 set to one, indicates that the data sent by the initiator complies 
with the Page Format definition. PF (PAGE FORMAT) byte 1 bit 4 set to zero, indicates that the 
data sent by the initiator is limited by the Parameter List length to the Mode Select header and the 
Block Descriptor (if any). 
SP (SAVE PARAMETERS) byte i bit 6 set to one (winchester only) and PF bit 4 set to one 
indicates that the controller shall : i 

- update the Current Page values with the values defined in the Pages, if issued; 

- save all of the parameters for all LUN's on track 0 of the selected winchester device. 

- then report command complete with no CHECK CONDITION status when successfully 

completing the above. 

The SP bit shall not be set to 1 when doing Mode Selects to non-winchester devices, otherwise the 
controller will create the CHECK CONDITION status. If the drive has not yet been formatted, the 
SP bit shall not be set to one, otherwise the controller will create the CHECK CONDITION status. 


SP byte 1 bit 0 set to zero indicates that the controller shall : 
- update the Current Page values with the values defined in the Pages, if issued; 
- not save any Pages ; 
- not modify any saved Pages. 
- then report command complete with no CHECK CONDITION status when succesfully 
completing the above. 


OMTI 7X00/3500 Series Programmers Manual - Revision A - Page 4-35 


MODE SELECT Command (continued) 
Examples of MODE SELECT commands: 


CDB BUFFER 
15 50 00 00 04 00 =: 00: 1A 00 00 Change floppy type to 1A 
15 10 00 00 14 00 =. 00:00 00 08 Page 1 eee 
00 00 00 00 00 00 02 00 Sector size = 512 bytes 
01 06 26 08 06 00 00 00 TB=PER=DTE=1 RTY=8 
15 10 00 00 2C 00 = =:00 00 00 08 Page 1 & 3 
00 00 00 00 00 00 02 00 
01 06 20 08 00 00 00 00 Page 1 
03 16 00 01 00 01 00 00 Page 3,Zone=Track,1 spare/trk 
00 00 00 23 02 00 00 01 23h sectors/trk 
00 01 00 03 80 00 00 00 trk skew=1, cyl skew=3,soft sec 
15 11 00 00 18 00 =: 00:00 «00 08 Page 20 (Serial Number), Saved to disk 
00 00 00 00 00 00 02 00 
20 OA I1 22 33 44 55 66 
77 88 00 O06 
15 50 00 00 2C 00~=—00: 1A 00 08 Page 5, Flexible disk 
00 00 00 00 00 00 02 00 
05 1E 00 FA 02 08 02 00 
00 50 00 50 00 50 00 3C 
00 01 18 04 46 EO 01 00 
00 00 10 00 00 00 00 00 


Note : All pages are reported saveable in MODE SENSE commands with the PS bit (bit.7 byte 0) 
of the Page Header set to one. 


The MODE SELECT parameter list contains a four-byte Header, followed by one or no Block 
Descriptor, followed by zero or more Pages of parameters, if any. 


MODE SELECT Parameter List 
MODE SELECT Header 


Bit | 7 4 6 | 5 | 4 | Bie ol 2 =I 1 | Oo | 
Byte | | | | ! | i | | 
“Ol OReserved SSS 
Cee ee Medium Type ssts—~S~—S 
ait == Reserved (00h) 
Al ph oe ee dae Block Descriptor Length | (00h o O8h)I 
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MODE SELECT Command (continued) 


Block Descriptor 


Bib di; wR ako WG" Sh ae Se A ae ee a a pe Qe | 
Byte | | | 
Toe ee Re re cee 
Ah ee Number of Blocks (MSB) SS fl 
ear, es ee ay Number of Blocks ——S™S™S™S~C~™ | 
ep. ee Number of Blocks (LSB) 
Tih wee ee ea Reseved  st=—=CS~S (Oh)! 
b> a ean Block Length (MSB) (0h) 
Reig i re re eG OTT Block Length SOS*~C~S«S 
iivec. fo ee Block Length (LSB) SCS | 


Be ed ee ee Oe ee 
Byte | | | l | l 
SR Re hl FY eee pie 1, ee eee ag 
(hee oes Page Length == ~—~—~~S~S l 
“Dine ek eT RefertoPageDefinition === = ~~ ——SCS ] 


MODE SELECT HEADER 
MEDIUM TYPE : 
Winchester Disk drives : 


The Code value for the MEDIUM TYPE field is 00h, set as Default value (currently mounted 
medium type) 
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MODE SELECT Command (continued) 


FLEXIBLE DISK PARAMETERS 

LUNs 2, 4, 5 and 6 have default values for various types of 3.5, 5 1/4 and 8 inch Flexible Disk 
drives. The MODE SELECT command may not need to be issued if these default values match the 
desired host values. If the default values are not satisfactory then there are numerous Medium Type 
codes that can be used to select appropriate parameters. If no Medium Type code is satisfactory then 
Page 5 must be issued.See the MODE SENSE command Page 5 default values and Page 22 for 
Drive Select assignment per LUN. 


Flexible Disk Medium Type Codes 


NOTE: Medium Type 0 should be used if a Mode Select is being issued to a Flexible Disk without 
Page 5 and the current parameters are correct. Medium Type 0 will not change the Flexible Disk 
parameters. 


Osh O¢h SAb* oDh* 12h* 16h 1Ah 


Transfer Rate 500K 500K 500K 500K 250K 250K 250K 
Sector Size 128 128 512 256 256 256 512 
Density FM FM FM/MEM FM/MFM FM/MFM MFM MFM 
# Heads 1 2 2 1 2 2 2 
Sectors/Track 26(1Ah) 26(1Ah) 15(0Fh) 9 9 8 8 

# Cylinders 71 77 77 40 40 80 80 
Write Precomp no no no no no no no 
Reduced Current no no no no no no no 
Step Rate 3ms(1Eh) 3ms 3ms 3ms 4ms 4ms 4ms 
Head Settle Dly 28ms(118h) 28ms 28ms 22ms(DCh) 28ms 28ms 28ms 
Motor On Dly Asec Asec Asec 5sec -5sec Asec -4sec 
Motor Off Dly Tsec Tsec Tsec Tsec Tsec Tsec Tsec 
True Ready yes yes yes no no yes yes 
Starting Sector# 1 1 1 1 1 1 

MO 1 1 1 1 1 1 1 
Steps/Cyl 1 1 1 1 1 1 1 
Precomp Level 2 2(125ns) 2 2 2 0 0 
Pin 34 1(RDY) 1 1 0 0 1 1 

Pin 2 0 0 0 0 0 0 0 
Pin 4 0 0 0 0 0 0 0 
Pin 1 0 0 0 0 0 0 0 


OMTI 7X00/3500 Series Programmers Manual - Revision A - Page 4-38 


1Bh 1Eh 20h 21h* 22h* 23h 
Transfer Rate 500K 500K 500K 500K 250K 250K. 
Sector Size 512 $12 512 256 256 312 
Density MFM MFM MFM FM/MFM FM/MFM. MFM 
# Heads 2 2 2 1 2 2 
Sectors/Track 15(OFh) 9 15(OFh) 9 9 9 
# Cylinders 80 80 80 40 40 80 
Write Precomp —syes no yes no no no 
Reduced Current no no no no no no 
Step Rate 3ms 3ms 3ms 3ms 4ms 4ms 
Head Settle Dly 22ms 22ms 22ms 28ms 28ms 28ms 
Motor On Diy 5sec -Asec Asec -4sec Ase -Asec 
Motor OffDly = 7sec Tsec Tsec Tsec Tsec Tsec 
True Ready no yes yes yes yes yes 
Starting Sector# 1 it 1 1 1 1 
MO 1 1 1 1 1 1 
Steps/Cyl 1 it 1 2 2 1 
Precomp Level 2({125ns) 0 2 0 0 0 
Pin 34 2(Dsk Chng) 1(RDY) 1 1 1 1 
Pin 2 DHiDen) 0 0 0 0 0 
Pin 4 0 0 0 0 0 0 
Pin 1 0 0 0 0 0 0 

; MEDIUM TYPE sy 

24h 25h 26h 27h 28h 29h 
Transfer Rate 500K 300K 250K 250K 500K 250K 
Sector Size 512 512 512 512 512 512 
Density MFM MFM MFM MEM. MFM MFM. 
# Heads 2 2 2 2 2 =" 
Sectors/Track 18 9 10 9 18 10 
# Cylinders 80 40 80 40 80 80 
Write Precomp no yes no no no no 
Reduced Current no no no no no no 
Step Rate 3ms 3.4ms 4ms 4ms 3ms° 4ms" 
Head Settle Dly 22ms 23ms 28ms 28ms 22ms 28ms 
Motor On Dly -Asec -5sec Asec -Asec .5Ssec 58sec 
Motor Off Diy = 7sec 7sec Tsec Tsec Tsec Tsec 
True Ready yes no yes yes no no 
Starting Sector# 1 J 1 1 1 
MO 1 1 1 1 1 1 
Steps/Cyl 1 2 1 2 1 1 
Precomp Level 0 2(125nsec) 0 0 0 0 
Pin 34 1(RDY) 2(DskChng) 1 1 2(DskChng) 2 
Pin2 2@skChng) 5(Lo Den) 2 0 D 5 
Pin 4 1 Gn use) 0 1 0 0 0 
Pin 1 1 1 0 0 0 
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MODE SELECT Command (continued) 


The controller creates the CHECK CONDITION status with ILLEGAL REQUEST Sense Key for 
codes other than those listed in the table above. 


* Codes OAh , ODh, 12h, 21h & 22h: 
- Track zero, side zero has 128 byte sectors(FM recording). The number of sectors is the same as 
for all other tracks. 


The BLOCK DESCRIPTOR LENGTH (byte 3 of the header) specifies the length in bytes of the 
Block Descriptor. A Block Descriptor Length of zero indicates that no block descriptor is included 
in the parameter list. This condition is not considered an error. 


BLOCK DESCRIPTOR 


The block descriptor specifies the medium characteristics for each logical unit. It contains the 
Number of Blocks and a Block Length as follows : 


The NUMBER OF BLOCKS field (bytes 1 through 3) specifies the number of logical blocks on the 
medium that meet the density code and block length in the block descriptor. 


The BLOCK LENGTH (bytes 5 through 7) specifies the length in bytes of each logical block 
described by the block descriptor. On Winchesters, the controller accepts increments of 1 to 4 bytes 
from 128 to 4096 bytes per block. The data fields in each sector on the disk are the same size as the 
block size. 


For ESDI Hard sector drives, if 4096 bytes per sector is selected, the sector size jumper in the ESDI 
drive itself has to be inserted (if provided in the drive). 


For Flexible Disk drives, the controller accepts 128, 256, 512,1024, 2048 or 4096 bytes per sector. 


For Tape drive, the controller only accepts 512 bytes. 


Additional blocks of parameters called PAGES may be sent to the controller, following the MODE 
SELECT header, if the Block Descriptor length is set to zero, or following the Block Descriptor. 
The Block Descriptor Length does not include the length of the Pages. 


The Pages are separated into sub-blocks containing a list of related flags and/or values. Each page 
is preceded by a Page code and the length of the page. The length byte value shall not include itself. 
The Page code identifies the meaning of the following bytes within the page length. Those pages in 
which the host requests parameters to be changed shall be sent to the controller. All pages may be 
sent by the host, but Page 22 shall be sent alone. The pages do not have to be sent in ascending 
order. 


It is recommended that the host issue a MODE SENSE command requesting Changeable values in 


byte 2 of the CDB prior to issuing a MODE SELECT command, in order to find out which pages 
are implemented by the controller, the length of each Page and which parameters may be changed. 
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MODE SELECT Command (continued) 


Hosts may issue a MODE SELECT command at any time. 


Page Codes 
Page code Meaning 
Oh ~SS”~S~”:*Cnit Attention parameters 
ih Error Recovery parameters 
3h Direct Access Device Format parameters 
4h Rigid Disk Drive Geometry parameters (valid to be sent for 
$T506/412 Winchesters only, but not for ESDI drives) 
Sh Flexible Disk Drive Geometry parameters 
20h Serial Number 
22h Controller Parameters This page should be sent alone. 


The controller will return a CHECK CONDITION status and set the Sense Key to ILLEGAL 
REQUEST when receiving a Page Code different than those listed above. 


Note related to MODE SELECT SELF CONFIGURATION (Not applicable to OMTI 7000 
Controllers). 


The Mode Select parameters for each device on the system are kept on track zero of each 
winchester drive once the drive has been formatted. Whenever the controller is reset or powered- 
up, these parameters are read by the controller and used to auto-configure the controller. This is 
called Device Independence or Auto Configuration. Therefore, it is only necessary for the host to 
set up the Mode Select parameters for each device before formatting the winchesters. If the 
controller is not connected to a winchester or if the controller is unable to read the system 


ae en en teen neentas the SUIT SMARTINTTION! sence nn a fleet perenne dd wannt Pearse va 
patamicicis, it creates the CHECK CONDITION status on the first command received to indicate the 


Unit Attention condition (Sense Key =O6h/Additional Sense Key =90h). In this case, the host 
should issue a MODE SELECT command after every Reset or Power-up unless the default 
parameters returned by the MODE SENSE command are acceptable. 
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MODE SELECT Command (continued) 
UNIT ATTENTION PARAMETERS Page code 0 


SF (6 leh ae OB ee Pe 
Byte | | I I | | I | | 
ot RoI RI PageCode=0h = OH)I 
“Tl ~—~”””Page Length (in bytes) S~*~*~« 
“21 0 | O | O IUnitAtmi 0 | 0 | 0 t O01 
“3rd SSC 


When bit four (4) of byte two (2) is set, then Unit Attention is logged in sense only, the CHECK 
CONDITION status is never created. When this bit is reset (0) the Unit Attention condition is 
generated following a reset or power-up or when the Mode Select parameters are changed by 
another initiator. The default state of UnitAttn is reset. 


ERROR RECOVERY PARAMETERS Page code 1! 


moe 6 ts 4 i se Ss bo Od 
Byte | I | I 
“Oo! R | R | PageCode=th (lhl 
“Tr. Page Length (in bytes) SSS*~S~« 
“21.0 | O | TB! RC! EEC! PER! DTE! DCR! 
“37 sRetry Count s—<CSs—SsSsS«SY 
471. ~~~ Reserved s—i—‘“sSOSSCi (00h)! 


A DCR (Disable Correction), (Winchester only), bit 0, set to one indicates that the data is to be 
transferred without applying correction, whether or not it is actually possible to correct the data. 
A DER bit set to zero indicates that the data is to be corrected if possible. 


A DTE (Disable Transfer on Error), (Winchester & Flexible), bit 1, set to one and if the PER bit is 
set to one, indicates that the controller creates the CHECK CONDITION status and will terminate 
the data transfer to the host immediately upon detection of an error. In this case, the Transfer 
Length is not exhausted. The block in error, which is the first erring block encountered, may ot 
may not be transferred to the host depending upon the setting of the TB bit. The DTE bit can only 
be set to one by the host if the PER bit is also set to one. The controller creates the Check 
Condition status with IMegal Request Sense Key if it receives PER bit of zero and DTE bit set to 
one. A DTE bit set to zero enables data transfer for any data which can be recovered within the 
limits of the Error Recovery Flags. Any erroring block that would be posted, which is the last 
recovered block encountered, is not posted until the Transfer Length is exhausted. 
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MODE SELECT Command (continued) 


A PER (Post Error), (Winchester & Flexible), bit 2, set to one indicates that the controller enables 
the reporting of the CHECK CONDITION status for recovered errors with the appropriate Sense 
Key. The CHECK CONDITION happens during the data transfer, depending either on the DTE bit 
value, or if an unrecoverable error occurred. If multiple errors occur, the Sense data shall report the 
block address of either the unrecoverable error, or if no unrecoverable error occurred, the last block 
with recovered error. A PER bit set to zero indicates that the controller will not create the CHECK 
CONDITION status for errors recovered within the limits established by the other Error Recovery 
Flags. Recovery procedures exceeding the limits established by the other Error Recovery Flags are 
posted accordingly. The transfer of data may terminate prior to exhausting the Transfer Length 
depending on the error and the state of the other Error Recovery Flags. 

An EEC (Enable Early Correction), (Winchester only), bit 3, set to one indicates that the controller 
enables the use of the error correction, before applying retries. Seek of positioning retries and the 
recovery procedure retries of the message system are not affected by the value of this bit. EEC and 
DCR both of one is an invalid request for which the controller will create the CHECK CONDITION 
with IHegal Request Sense Key. An EEC bit set to zero, indicates that the controller exhausts the 
defined retry limit prior to enabling error correction. 


An RC (Read Continuous), (Winchester only), bit 4, set to one requests the controller to transfer 
the Transfer Length without adding delays which would increase or ensure data integrity (ie. 
Delays caused by the controller's Error recovery schemes). This implies that the controller may 
send data which may be erroneous or fabricated in order to maintain a continuous flow of data and 
avoid delays. The controller assigns priority to this bit over conflicting error control bits within this 
byte. The CHECK CONDITION status is never created during reading and writing when RC is set 
to one.An RC bit set to zero, indicates that error recovery operations which cause reasonable delays 
are acceptable during the data transfer. Data is not fabricated. 


Implementors note: Fabricated data may be data already in the buffer or any other controlier 
scheme. 


A TB (Transfer Block), (Winchester only), bit 5, set to one, indicates that the failing block data is 
to be transferred to the host. A TB bit set to zero indicates that the failing block data is not to be 
transferred to the host. 


Bit 6 and 7 are Reserved. 
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MODE SELECT Command (continued) 


The following table summarizes all valid modes of operation. 


ERROR RECOVERY FLAGS 


oo. Oo 6D 


cone 


o Cc oOo 


Retries then Correction are attempted. Recovered and/or corrected data (if 
any) is transferred corrected (EEC and DCR off) with no CHECK 
CONDITION Status (PER off) at the end of the transfer. 

- Transfer Length is exhausted. Data transfer stops only if an unrecoverable 
error is encountered. The controller creates CHECK CONDITION status 
with the appropriate Sense Key. 

- The data of the unrecoverable Block (if any) may or may not be transferred 
to the initiator depending on the setting of the TB bit. 


Same as (0 000) but No Correction Applied (EEC off, DCR on). 
Invalid Request (DTE on, PER off) 
Invalid Request (DTE on, PER off) 


Report Last Data Block in error at the end of transfer. Retries then 
Correction (EEC off, DCR off) are attempted and recovered data (if any) is 
transferred corrected. 

-The Transfer Length is exhausted if no unrecoverable error occurred (DTE 
off). 

- The controller creates CHECK CONDITION status with RECOVERED 
ERROR Sense Key and reports, in the Information bytes field of the 
Extended Sense data, the last block for which recovered error occurred, if 
any (PER on). 

- The data of the unrecoverable Block (if any) may or may not be transferred 
to the initiator depending on the setting of the TB bit. 


Same as 0 100) above but No Correction Applied (EEC off, DCR on). 


Stop Transfer on First Recovered Error Encountered. Retries then 
Correction (EEC off, DCR off) are attempted and recovered data (if any) is 
transferred corrected, but transfer stop (DTE on) after the first recovered 
(or not) or unrecoverable error is detected. 

- The controller creates CHECK CONDITION status (PER on) with 
RECOVERED ERROR Sense Key on the first block for which a recovered 
error occurred, if any. 

- This combination is only valid if the corrected data is transferred, 
therefore TB bit shall be set to one. TB bit not set to one is an invalid 
request. 


Same as (0 1 10) above but No Correction Applied (EEC off, DCR on). 
- The data of the erring Block (if any) may or may not be transferred to the 
initiator depending on the setting of the TB bit. 
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ViODE SELECT Command (continued) 


ERROR RECOVERY FLAGS (continued) 


1 0 0 0 Correction then Retries (DCR off, EEC on). Same as (0 0 0 0) except 
apply ECC Correction first. 


0 0 1 Invalid Request (EEC on, DCR on). 
1 0 1 9 Invalid Request (DTE on, PER off). 
0 1 1 Invalid Request (DTE on, PER off)(EEC on, DCR on). 


1 1 Oo.) (60 Report Last Data Block in error at the end of transfer. Same as (0100) 
except apply ECC Correction first. 


1 1 Qo 1 Invalid Request (EEC on, DCR on). 


1 1 1 0 Stop transfer on First Recovered Error Encountered. Same as (0100) 
except Correction then Retries are attempted. 


1 1 1 1 Invalid Request (EEC on, DCR on). 


The controller creates the CHECK CONDITION status and sets the Sense Key/Error code to 
"ILLEGAL REQUEST/ Illegal Function for Device Type” for an invalid combination of the above 
bits. 


Retry Count is the number of times the controller shall attempt its recovery algorithm. The retry 
count is used for seek errors and read and write data errors. The maximum allowed is 7Fh or 127 
retries. The default as set in the MODE SENSE is 8 retries. For some seek errors, at half the count 
of retries, a recalibrate is performed. 
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MODE SELECT Command (continued) 
PAGE 3, Winchester devices only 


DIRECT ACCESS DEVICE 
WINCHESTER Devices ONLY (not for-Flexible Disk drives) © 
FORMAT PARAMETERS Page code 3 


Cylinder Skew Factor 
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MODE SELECT Command (continued) 
PAGE 3, Winchester Devices only 


The information of this Page is only valid when sent to the controller prior to the execution of the 
FORMAT UNIT command. 


TER DISKS ONL) 


The defective sector mapping scheme supported by the controller allows the host to de-allocate a 
programmable number of spare sectors per zone. A zone can be : 

- one track 

- one cylinder 
The spare sectors are physically located at the end of the zones. De-allocating one sector per track 
with 512 bytes per sector, which is probably the most used sector size, results in reducing the drive 
capacity of an ST506/412 MFM drive by 1/17th. 
During the FORMAT UNIT command, prior to formatting, the controller stores the P and G lists (if 
requested to be handled by the host) in its buffer RAM. 


With the zone equal to one track, when a listed sector address is to be mapped out, the next physical 
valid sector is used as the logical block and all subsequent sectors are shifted until the end of the 
track. This is done to minimize the performance degradation due to defective sectors. This scheme 
allows the controller to still read a track including defective sector in one revolution. 


If more sectors than the number of alternates are to be reassigned in one zone, the next unused 
alternate sectors in the following zones will become the alternate sectors. 


DESCRIPTION OF THE FIELDS 


TRACKS PER ZONE : 


Specifies the zone size. It indicates that the controller shall divide the capacity of the device, prior to 
formatting, in equal number of tracks for the purpose of allocating with the next four bytes, a 
programmable number of sectors per zone for defect handling. A value of zero will create the 
CHECK CONDITION status with ILLEGAL REQUEST Sense Key, if the number of Alternate 
Sectors per Zone is different than zero. The capacity of the logical unit to be divided in zones is 
represented by the number of cylinders and number of heads sent by the host in the MODE 
SELECT Page 4 or of the MODE SENSE current values or of the default values. The zone size can 
be one track or one cylinder.If the host specifies a value for the "Tracks Per Zone” that is not 
supported by the controller the controller will round the value up or down to a supported zone size 
and create the CHECK CONDITION status at completion of the MODE SELECT command. The 
Sense Key/Error Code will be set to "ILLEGAL REQUEST/Illegal Block Descriptor". The host 
may then issue a MODE SENSE command requesting the Current values to be returned in order to 
be informed about which value has been set by the controller in response to the initially requested 
value of the MODE SELECT command. The round up or down value is only available with the 
current values, and will be available as saved values after successful completion of the next 
FORMAT UNIT command. 
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MODE SELECT Command (continued) 
PAGE 3, Winchester Devices only 


ALTERNATE SECTORS PER ZONE: 


Indicates the number of sectors that the controller shall de-allocate from the host addressable blocks 
during the next FORMAT UNIT command. These sectors will be available to the controller as 
replaceable sectors for the automatic defective sector handling. These alternates will be located at 
the end of each zone. . : 


The Alternate Sectors per Zone must be less than the number of Sectors per Track when the Zone 
size is equal to one track. The Alternate Sectors per Zone must be less than or equal to the number 
of Sectors per Track when the Zone size is equal to one cylinder. If greater, the CHECK 
CONDITION status is created with ILLEGAL REQUEST Sense Key. 


ALTERNATE TRACKS PER VOLUME indicates the number of tracks that the controller de- 


allocates from the initiator addressable blocks during the next FORMAT UNIT command. These 
tracks will be available to the controller as replaceable sectors for defect handling. This field cannot 
be changed by the initiator. ‘ 


Note : Reduced available storage capacity and impact on access time should be considered when 
setting the zone size and the number of alternates per zone. 


DEFE NDLING; 


The controliler defect handling may be disabled by setting the field Alternate Sectors per Zone ta 
zero in this MODE SELECT Page 3. In this case, the controller will not map out any bad sectors. 
The Tracks per zone field shall also be set to zero. 


TRACK FORMAT FIELD: 


Sectors per Track : 

Indicates the number of physical sectors that the controller shall format per disk track. The 
controller will format as many sectors as it can. Up to FFh sectors per track are allowed. This field 
is not changeable for ESDI drives, therefore it should be set to zero for this type of drive. 


SECTOR FORMAT FIELD: 


Data Bytes per Physical Sector : 

Indicates the number of data bytes that the controller shall allocate per physical sector. If both the 
Block Descriptor and the Page 3 are sent, and both specify a different block size, the controller will 
use the value of this field instead of the Block Length value specified in the Block Descriptor. This 
field is returned by the MODE SENSE command, if requested, and matches the Logical Block 
Length value indicated in the READ CAPACITY data. 


Interleave is the same parameter value of the CDB of the last successfully completed FORMAT 
UNIT command, and is only returned by the MODE SENSE command. The controller reports this 
field as non-changeable in the corresponding MODE SENSE commands. The controller ignores 
this field in MODE SELECT commands. 


Track skew factor indicates the number of physical sectors between the last logical block of one 
track and the first logical block on the next sequential track of the same cylinder. 
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MODE SELECT Command (continued) 
PAGE 3, Winchester Devices only 


Cylinder skew factor indicates the number of physical sectors between the last logical block of one 
cylinder and the first logical block on the next sequential cylinder. 


DRIVE TYPE FIELD : 


For ESDI drives, this field is reported not changeable in MODE SENSE commands, therefore,it 
should be set to zero in MODE SELECT commands. Check MODE SENSE default values for ESDI 
drives to get the values of the following bits. 


A SSEC bit of one indicates that the controller shall use soft sector formatting. 


A HSEC bit of one indicates that the controller shall use hard sector formatting. The HSEC bit 
and the SSEC bit are mutually exclusive. 


The RMB bit of one indicates that the logical unit is removeable. The RMB bit of zero indicates that 
the logical unit is not removeable. 

When the removable bit is set the controller handles the seek and recalibrate differently than it does 
for non-removable drives. For ESDI drives the controller checks to be sure the cartridge is in place. 
For ST type drives the controller waits for up to 200 microseconds after issuing the step pulses 
before checking for seek complete. Also for ST type drives the controller does a buffered recalibrate 
instead of a non-buffered (single step) recalibrate. 
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MODE SELECT Command (continued) 
PAGE 4, Winchester Devices only 


RIGID DISK DRIVE GEOMETRY PARAMETERS. 
(WINCHESTER Devices ONLY) 


Page code 4 
Hh @ ob 6 Se ee se i a ag 
Byte | I | I | | | I I 
“Ol R | RI PageCode=4h (OHI 
i 3. eee: Page Length (in bytes) (12h)I 
“21s Number of Cylinders (MSB) (00h)! 
“3:1 ———~—”—sSWNumber of Cylinders sts—<—S~sSS ] 
“41s Number of Cylinders (LSB) —SSS—s | 
en Number of Heads ssts—~S ] 
“6 | Starting Cylinder- Write Precompensation (MSB) (00h) 
“7 | Starting Cylinder- Write Precompensation == 
“8 | Starting Cylinder- Write Precompensation (LSB) | 
“9 | Starting Cylinder- Reduced Write Current (MSB) (00h) 
“101 Starting Cylinder- Reduced Write Current Ss | 
“ill Starting Cylinder- Reduced Write Current (LSB) 
“121 ~—~”~”~”«éDrrive Step Rate (MSB)ss—~—CS | 
“Bl ~”~”~”~””sérrive Step Rate (LSB) ss—<CS~sSSCS 
“l41—~”~”~sMLaanding Zone Cylinder (MSB)—S™S=sw | 
“isl ”~”~*~<“C~*é‘sé‘CLanding Zone Cylinder | 
“161 —s~*~«<“«*‘«;*‘*Wanding Zone Cylinder LSB) =st—~S~S~S 
“Who (Reserved (0Ohy 
“wlo”~“‘éRSVE (00h) 
“l””C( RSE (Ooh) 


Note : It is recommended that the host not issue Page 4 for ESDI drives. 
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MODE SELECT Command (continued) 
PAGE 4, Winchester Devices only 


NUMBER OF CYLINDERS AND NUMBER OF HEADS: 


The controller creates a CHECK CONDITION status with ILLEGAL REQUEST Sense Key if any 
of these two fields are set to zero. Up to 64K cylinders and up to 16 heads for ST drives and 32 
heads for ESDI drives may be selected. Bytes 6 through 19 shall be set to zero for ESDI drives. 


Drive Step Rate is expressed in units of 100 nanoseconds. The controller uses the lowest step rate, 


greater than or equal to the step rate required, that it is capable of implementing. The default and 
minimum value is 7.7 microseconds. 


Value Pulse Width in usec ried in 


0000h to 04D 2.0 7A 

004Eh to 006Bh 3.6 10.7 
006Ch to. 007Fh 5.7 12.7 
OOF8h to 010Bh 19.6 26.7 
O1D4h to O1E7h 40.2 48.7 


Landing Zone Cylinder field indicates two's complement location where the controller will position 
the disk heads prior to stopping the spindle with the START/STOP command. This only applies to 
ST type devices. A negative value steps the device outside the recorded cylinders. A value greater 
than the number of cylinders steps the device beyond the recorded cylinders toward the spindle. 


The NUMBER OF CYLINDERS is not changeable for an ESDI type drive but is changeable for an 
ST506/412 type drive. A value greater than the real capacity of a ST506/412 drive will result in an 
error in subsequent commands. Defining a number of cylinders less than the real capacity of the 
drive is allowed. From this value, the controller de-allocates 4 tracks from the user area if no 
handling of defect is requested or 12 tracks or more if defect handling is requested. The controller 
always de-allocates the track zero from the user addressable blocks, where the LUN device 
independence information will be stored. See READ CAPACITY data for more information. 

The number of heads is not changeable for ESDI drives. 
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MODE SELECT Command (continued) 
PAGE 5, Flexible Disk Devices only 


FLEXIBLE DISK DRIVE GEOMETRY PARAMETERS. 
Page code 5 
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MODE SELECT Command (continued) 


PAGE 5, Flexible Disk Devices only 


E 5, Flexible Disk Devices only 


Bit | 7 4 6 | 51 4 1 3. I | 1 | Oo | 
Byte | | I | | I | | | 
“9! ~~~~—~””:« Motor On Delay —s—i—i<i=~s~s~s~s 
oN... ee Motor Off Delay s—=~s ] 
“2 1TRDY | SSN | MO | Reserved sis ] 
i) iit: Reserved | Step Pulses per Cylinder | 
“Bi ~~” Precompensation Level 
‘Bei EN Head Load Delay (00h) 
a ee Head Unload Delay (00h) 
"261 ~-~PIN 34 Definition = | PIN2 Definition = | 
“271 -PIN4 Definition | -*PIN1 Definition = | 
“28 through 311 Reserved (00h) 


SERIAL DATA TRANSFER RATE (byte 2 and 3) is expressed in kilobits per second. The value 
in byte 2 and 3 shall be one of the three following values. The controller creates the CHECK 
CONDITION status with ILLEGAL REQUEST Sense Key for a different value : 


- OOFAR to select 250 kbit/second data transfer rate. 
- 012Ch to select 300 kbit/second data transfer rate. 
- 01F4h to select 500 kbit/second data transfer rate. 


NUMBER OF HEADS (byte 4) or number of sides. The controller creates the CHECK 
CONDITION status with ILLEGAL REQUEST Sense Key for a value over 2. Heads used for 
ded. 


servo information (Gif any) are exclu 


NUMBER OF SECTORS PER TRACK ( byte 5) shall be set in hex values and according to the 
parameter “Data Bytes per Physical Sector". It defines the number of physical sectors per surface 
(or per head) recorded in one revolution of the medium. 


DATA BYTES PER PHYSICAL SECTOR ( bytes 6 and 7) or Sector size or user accessible data 
Bytes per Sector shalt be set in hex vatues. 


NUMBER OF CYLINDERS (bytes 8 and 9) : The maximum number of user accessible cylinders 
shall be set in hex values. 


STARTING WRITE PRECOMPENSATION CYLINDER (bytes 10 and 11): Write 
precompensation is applied from the specified cylinder to all cylinders greater than the cylinder 
value specified. If no Write Precompensation is required, this field shall be set to the same value as 
the "Number of Cylinders” field. 
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MODE SELECT Command (continued) 
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REDUCE WRITE CURRENT CYLINDER (bytes 12 and 13): Defines from which cylinder 
number the Reduce Write Current shall be applied. The value is only valid if PIN 2 (REDUCE 
WRITE CURRENT) on the interface is asserted. 


If this field is equal to zero 0000h, Reduce Write Current is applied to all cylinders. 


If this field is set to one 0001h, Reduce Write Current is not applied on cylinder zero, but is applied 
from cylinder one to the last cylinder (as defined by bytes 8 and 9). 


Tf this field is set to OQOOAh, Reduce Write Current is not applied on cylinder zero through 9, but is 
applied from cylinder 10 to the last cylinder (as defined by bytes 8 and 9). 


If no Reduce Write Current is required, this field shall be set to the same value as the "Number of 
Cylinders" field. 


DRIVE STEP RATE OR STEP PERIOD ( bytes 14 and 15): The time between two step pulses is 
expressed in units of 100 microseconds (tenth of milliseconds). The controller will round up to its 
nearest capable value. A value of zero requests the controller to set its default value. Since the FDC 
765 conirols these step pulses, the period changes depending on the drive data rate as follows : 
0000h = Default values 0000h = = Default values 0000h = Default values 


0O00Ah or 10= 1ms 
0014h or20= 2ms 
QO1Eh or 30= 3 ms 
0028h or 40 = 4ms 
0028h or 40 = 4 ms 


0011h or 17 = 1.7 ms 
0022h or 34 = 3.4 ms 
0033h or 51 = 5.1 ms 
0044h or 68 = 6.8 ms 
0044h or 68 = 6.8 ms 


0014h or 20 = 2ms 
0028h or 40 = 4ms 
003Ch or 60= 6ms 
005Ch or 80= 8 ms 
005Ch or 80= 8 ms 


0096h or 150 = 15 ms 
OOAOh or 160 = 16 ms 


DRIVE STEP PULSE WIDTH (00h) (byte 16) expressed in one microsecond increments is not 
analyzed, and shall be set to zero. The FDC 765 controls the step pulses. Typical values are 5 
microseconds when using a 500 KBit transfer rate, and 10 microseconds when using a 250 KBit 
transfer rate. 


OOFFh or 255 = 25.5 ms 
0110h or 272 = 27.2 ms 


012Ch or 300 = 30 ms 
0140h or 320 = 32 ms 


HEAD SETTLE DELAY (bytes 17 and 18): The delay required from the last step pulse to a valid 
read or write is expressed in 100 microsecond increments. The controller will round up to its 
nearest capable value. A value of zero requests the controller to set its default value. 
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3500. Kbit 

0000h = Default values 
0014h or 20= 2ms 
0028h or 40= 4ms 
003Ch or 60 = 6 ms 
003Ch or 60 = 6ms 
00DCh or 220 = 22 ms 
00DCh or 220 = 22 ms 
O9ECh or 2540 = 254 ms 
O0A00h or 2560 = 256 ms 


MOTOR ON DELAY (byte 19) : 


MODE SELECT Command (continued) 
PAGE 5, Flexible Disk Devices only 


300_ Kbit 
0000h = Default values 
0022h or 34= 3.4 ms 
0044h or 68 = 6.8 ms 
0066h or 102 = 10.2 ms 
0066h or 102 = 10.2 ms 
QOEEh or 238 = 23.8 ms 
OQOEEh or 238 = 23.8 ms 
10DEh or 4318 = 431.8 ms 
1100h or 4352 = 435.2.ms 


250_ Kbit 

Q000h = Default values 
0028h or 40 = 4ms 
0050h or 80= 8 ms 
0078h or 120 = 12 ms 
0078h or 120 = 12 ms 
0118h or 280 = 28 ms 
0118h or 280 = 28 ms 
13D8h or 5080 = 508 ms 
1400h or 5120 = 512 ms 


This function depends on the state of the TRDY bit. If TRDY is 


not set, the motor on Delay indicates the amount of time in 1/10th second or 100 milliseconds which 
the controller will delay before trying to access data after asserting the MOTOR ON signal to the 
drive. If TRDY is set, the Motor On Delay indicates the amount of time the controller will delay for 
drive ready status before aborting a disk access. 


MOTOR OFF DELAY (byte 20) : indicates the amount of time in 1/10th second or in 100 
milliseconds which the controller will delay before deasserting the MOTOR ON signal to the drive 
after the controller has become idle. A value of FFh indicates that the motors are to be left on. In 
this case, the motor may still be controlled by the START/STOP UNIT command. 


A TRDY (TRUE READY) (byte 21) bit of one indicates that the drive provides a ready signal which 
indicates that the spindle motor is up to speed and the drive and medium are ready to transmit and 
receive data. In this case, the controller may attempt to access the disk immediately upon sensing 
drive ready. 


SSN (byte 21) bit of one indicates that the starting sector number is one (IBM standard). SSN bit 
of zero indicates that the starting sector number is zero (non-standard). 


MO (byte 21) bit of zero means that Pin 16 (motor on) will be asserted. MO bit of one means that 
Pin 16 (motor on) shall remain de-asserted.~ 


STEPS PER CYLINDER field (byte 22) is used to specify the number of step pulses required per 
cylinder. Non-zero values allow a drive to read a diskette formatted on a drive with lower TPI 
(tracks per inch). For example a value of Bit 3,2 and 0 = 0, and a Bit 1 = 1 will allow a 96 TPI 
drive to access tracks on a diskette from a 48 TPI drive. 

j Default 
1 (Normal Usage) 
2 


3 
4 
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WP field (byte 23), Write Precompensation Level is defined as follows : 


0.0 NSEC 0=0.0 NSEC 


0 = 0 = 0.0 NSEC 

1 = 62.5 NSEC 1 = 104.2 NSEC 1 = 125.0 NSEC 
2 = 125 NSEC 2 = 208.3 NSEC 2 = 250.0 NSEC 
3 = 187.5 NSEC 3 = 312.5 NSEC 3 = 375.0 NSEC 
4 = 250.0 NSEC 4 = 416.7 NSEC 4 = 500.0 NSEC 
3 = 250.0 NSEC 5 = 416.7 NSEC 5 = 500.0 NSEC 
6 = 312.5 NSEC 6 = 520.8 NSEC 6 = 625.0 NSEC 
7 = 312.5 NSEC 7 = 520.8 NSEC 7 = 625.0 NSEC 


HEAD LOAD DELAY (byte 24) is not analyzed and shall be set to zero (00h). The controller 
assumes the head is loaded when the motor is turned on and does not do an additional Head Load 
delay . If the drive supports the Head Load function it should be jumpered to load when the motor 
is turned on or when Pin 4 is asserted. The controller asserts Pin 4 when the 

motor is turned on if the Pin 4 definition is set for Head Load. 

HEAD UNLOAD DELAY (byte 25) is not analyzed and shail be set to zero (O0h). 


PIN 34 DEFINITION (byte 26) bits 6,5 and 4 define Pin 34 of the Flexible disk drive interface 
which is used differently by drive vendors and drive models. Pin 34 may be defined as Drive Ready 
or Disk Changed. The following setting allows the user to select how Pin 34 shall be interpreted by 
the controller. 


0 0 0 OPEN. The controller does not use Pin 34. 

0 0 1 DRIVE READY 

0 1 0 DISK CHANGED. The controller performs Select /Deselect 
to check the drive status. 

1 0/1 0/1 Reserved. 


P Bit 7 is the polarity of the pin. 0 means low true or active low.1 means high true or active 
high. 
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PIN 2 DEFINITION (byte 26) bits 2, 1 and 0 define Pin 2 of the Flexible disk drive interface, 
which is used differently by drive vendors and drive models. The following setting allows the user 
to select how Pin 2 shall be interpreted by the controller. 


weMYUWOON 
—_ at hte SOOO 
me OOrROO 


OPEN. The controller does not use Pin 2. 
READY asi 

DISK CHANGED 

HIGH SPEED 

HIGH TRANSFER RATE 

HIGH DENSITY 

REDUCE WRITE CURRENT 

Reserved. 


P Bit 3 is the polarity of the pin. 0 means low true or active low. 1 means high true or 


active high. 


PIN 4 DEFINITION (byte 27) bits 6, 5 and 4 define Pin 4 of the Flexible disk drive interface 
which is used differently by drive vendors and drive models. Pin 4 may be defined as In Use or 
Eject or Head Load. The following setting allows the user to select how Pin 4 shall be interpreted 


by the controller. 


P 0 0 0 
P 0 0 1 
P 0 1 0 
P 0 1 1 
P 1 1 = (O/1 


OPEN. The controller does not use Pin 4. 
IN USE 

EJECT 

HEAD LOAD 

Reserved. 


P Bit 7 is the polarity of the pin. 0 means low true or active low. 1 means high true or 


active high. 


PIN 1 DEFINITION (byte 27) bits 2, 1 and 0 define Pin 1 of the Flexible disk drive interface 
which is used differently by drive vendors and drive models. The following setting allows the user 
to select how Pin 1 shail be interpreted by the controller. 


Bit 3 2 1 0 


P 0 0 1 
P 0 1 Xx 
P 1 x x 


OPEN. The controller does not use Pin 1. 
DISK CHANGE RESET 

Teserved 

reserved 


P Bit 3 is the polarity of the pin. 0 means low true or active low. 1 means high true or 


active high. 
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MODE SELECT Command (continued) 
PAGE 20 


SERIAL NUMBER. Page code 20 


11 Page Length (in bytes) (OAh)| 


21 Drive Serial Number (MSB) | 


3 I Drive Serial Number I 
4 Drive Serial Number | 


S| Drive Serial Number | 


6 | Drive Serial Number | 


7 1 Drive Serial Number I 


8 | : "Drive Serial Number | 


This page is intended to be used in the MODE SELECT command by the drive vendor to record on 
disk the drive serial number. It is recommended that the initiator not attempt to modify this page. 
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MODE SELECT Command (continued) 
PAGE 22 


CONTROLLER PARAMETERS Page code 22h 
This page shall be sent alone, with no other pages. 


Brl 7 | 6 | 5 | 4 
Byte | | | 

Ot Rot Ra Peds oh, 
Sh) = a SS Page Length (in bytes) —=~—=—~—~S~«OEY 
2 LUN 
“a ING a 
a Lt Oe LN 
[eli - MEN,  o) so  NS 
“6throughIS.st*é<“it;~*é*sé*~*~*~*~*~™:*«éRvSSS*~S:~S™S:C« 


The LUNs are used to change the association between a Logical Unit Number and a physical device 
(up to seven in total). The LUN may be from 0 to 7. Each nibble shall be loaded with a different 
LUN. The controller does not check if a LUN is used more than twice. The last nibble specified 
will be held. Unused LUN's should be set to OFh. 


Each nibble is allocated to a particular physical device and its Drive Select line as defined in the 
drive hardware. The following table shows which drive type and drive select owns which nibble : 


2 1 | Winchester Drive Select 2 | 
“3 | Flexible Disk Select 1 | | QC 02 Tape—t—~—CS~CS | 
“41 Flexible Disk Select 2 | Flexible Disk Select 3 | 
“5 | Flexible Disk Select 4 | | Nl © 4 


Null is non-associated device. 


OMTI 7X00/3500 Series Programmers Manual - Revision A - Page 4-59 


MODE SELECT Command (continued) 
PAGE 22 


The default values for the 7400 are : 
Byte 2 =Olh 
Byte 3 = 23h 
Byte 4 = 45h 
Byte 5 = 6Fh 


Example: 
To change the LUN on the Winchester with Drive Select 2 from 1 to 2, allocating LUN 1 to the tape 
device, the Flexible disk with Drive Select 1 becoming LUN 3, the setting shall be : 


Byte 2 02h 

Byte 3 31h 

Byte 4 45h 

Byte 5 6Fh 

All other devices keep their default values. 

Example: 

Byte 2 02h Winchester Drive Select 1 is LUN 0 - Winchester Drive Select 2 is LUN 2 
Byte 3 65h Flexible Drive Select lis LUN6- Tape is LUN 5 

Byte 4 i3h Flexible Drive Select 2is LUN 1- Flexible Drive Select 3 is LUN 3 
Byte 5 4Fh Flexible Drive Select 4 is LUN 4- LUN 7 isa null device 


NOTE: It is recommended that the host issue an INQUIRY command after a MODE SELECT 
command which changes the contents of this Page. 


NOTE: If the LUN association is changed by issuing Page 22 or by removing Jumper W5 the 
Mode Sense Default values will no longer reflect the initial Default values. 
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4.3.3 MODE SENSE Command 
Peripheral Device Type: All 


MODE SENSE Command Descriptor Block 


The MODE SENSE command provides a means for a controller to report its medium, logical unit, 
or peripheral device parameters to the initiator. 


The PCF (Page Control Field) bits 7 and 6 of byte define the tvpe of Page Parameter values to be 
returned. The values may be either : 


- Current 
- Changeable 
- Default 
- or Saved 

PCF (bits 7 & 6) = Byte 2 for all pages = 
Current 00 3F 
Changeable Ol 7Fh 
Default 10 BFh 
Saved 11 FFh 


The PAGE CODE (bits 5 through 0 of byte 2) indicates which page(s) shall be returned in the Data 
In phase of the command execution. An initiator may request a single page or all Pages (with code 
3Fh) to be returned by the controller. When code 3Fh is selected, the controller returns only the 
pages related to the device type, which are different from Winchester, Flexible disk and Tape. 


The ALLOCATION LENGTH specifies the number of bytes that the initiator has allocated for 
returned MODE SENSE data. An Aliocation Length of zero indicates that no MODE SENSE data 
is to be transferred. This condition will not be considered an error. Any other value indicates the 
maximum number of bytes that are to be transferred. The controller will terminate the DATA IN 
phase when Allocation Length bytes have been transferred or when all available MODE SENSE 
data have been transferred to the initiator, whichever is less. 


The MODE SENSE data contains a four-byte Header, followed by one eight-byte Block Descriptor, 
followed by zero or more Pages. 
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MODE SENSE command (continued) 


Pages returned (with code 3Fh ) by LUNs allocated to the drive types listed below: 


Winchester disks ; Flexible Disks ; Tape drive : 
Oh Oh Oh Unit Attention 
1h ih ih Error Recovery 
3h not returned not retumed Format 
4h not retumed not returned. Disk drive Geometry 
Sh Flexible disk 
20h 20h 20h Serial Number 
22h 22h 22h Controller 
Page Code Page Length Total # bytes in Page (+ 2 bytes from Page 
Length) 
2 4 
1 6 8 
3 22 24 
4 18 20 
5 22 24 
20 10 12 
22 14 16 


Example of a Mode Sense DCB to request current values: 
1Ah 00* 3Fh 00 FFh** 00 

* LUN specified in Identify Message. 

** Less then FFh bytes can be specified if the host buffer size is limited. 
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MODE SENSE command (continued) 


- If the Page Code is equal to 3Fh, all Pages are returned to the initiator. 
- If the Page Code is different than 3Fh, the Page defined by the Page Code i is returned to the 
initiator. 


Page Code Field bits 7 and 6 byte 2 _—_ of the CDB. 


Pages are returned to the initiator with fields and bits set to Current values. 
The Current values are the values currently in the micro processor RAM and in the Z& 
registers for the selected LUN. These values are either: 
- the same as the saved values if the last Self Configuration was successfull and a Mode 
Select has not been issued since the Self Configuration. 
- the default parameters if no Self Configuration was done or it was not successfull and 
no Mode Selects have been executed since the last power up or bus reset 
- the latest successfull Mode Select 
Fields and bits not supported by the controller are set to zero. 


Report Changeable Values. 

Fields and bits that are allowed to be changed in MODE SELECT commands are set to one. 
The entire field is set to one even if part of the field may only be changed. 

Fields and bits not allowed to be changed are set to zero. Subsequent MODE SELECT 
commands shall issue those fields and bits set to zero. 


Report Default Values, 

Fields and bits are set to the controller default values. All of these values are stored in the 
controller ROM, and not read from the system disk. MODE SENSE commands requesting 
default values may be issued to any LUN, even if the drives are not connected. 

Fields and bits not supported by the controller are set to zero. 

The value of the fields returned with this code is intended to avoid confusion over whether 
the value of zero is the default or the non-supported value. 


Report Sayed Values, 

Fields and bits are set to the saved values. 

The Saved values are either : 

- the values saved during the last successfully completed FORMAT UNIT or during the last 
successfully MODE SELECT commands with SP and PF = 1. 

- or identical to the Default values if saving was not requested or if access to the saved 
values is . 

The saved values are recorded on disk on track zero (not accessible to the user). 

Fields and bits not supported by the controller in the Pages are set to zero. 
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Page code 


MODE SENSE command (continued) 
Page Code , 


Page Codes (bits 0 through 5 of byte 0 in the Page Header) 
Page Codes (bits 0 through 5 of byte 2 of the CDB) 


Meaning 


Oh 


Unit Attention parameters (be advised that this page may not 
yet be supported. At the time of the printing of this document, the 
firmware has been released without this page being implemented. 
The MODE SENSE with PCF = 3Fh will inform you). 

Error Recovery parameters 

Direct Access Device Format parameters 

Disk Drive Geometry parameters 

Flexible Disk Drive Geometry 

Seriai Number 

Controller Parameters (LUN association) 

Return all Pages for the LUN involved to the initiator. 


See PCF bit configuration. 
Page Code valid for MODE SENSE commands only. 


The controller returns the same Page Length value in each Page that it supports with the 3Fh Page 
Code whatever the value of each bit of the PCF field is. 
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MODE SENSE command (continued) 
MODE SENSE Data 


3 1 Block Descriptor Length (O8h)! 


Block Descriptor 


The SENSE DATA LENGTH (Byte 0 of the Header) specifies the length in bytes of the following 
MODE SENSE data that is available for transfer during the DATA IN phase. The Sense Data 
Length does not include the byte 0. 


A WP (Write Protected) bit set to zero indicates that the logical unit is write enabled.. A WP set to 
one indicates that the logical unit is write protected. 
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MODE SENSE command (continued) 


The BLOCK DESCRIPTOR LENGTH (Byte 3) specifies the length in bytes of the Block 
Descriptor. The controller only accepts one or zero Block Descriptor. A Block Descriptor Length 
of zero indicates that no Block Descriptor is included in the parameter list. This condition will not 
be considered an error. 


The Block Descriptor specifies the medium characteristics for all the logical unit numbers. The 
Block Descriptor contains a Density Code, a Number of Blocks, and a Block Length. Only the 
Block Length can be changed. 


The NUMBER OF BLOCKS field specifies the number of logical blocks on the medium that meet 
the density code and block length in the Block Descriptor. 


The BLOCK LENGTH specifies the length in bytes of each logical block (see MODE SELECT 
command similar paragraph). The data fields in each sector on the disk are the same size as the 
block size. 


Code values for the MEDIUM TYPE field and the DENSITY CODE field are set to 00h as default 
value for Winchester disk drives. See MODE SELECT for other device types. 


Page Descriptor 


Additional blocks of parameters called Pages may be sent to the controller in the DATA OUT phase 
of the MODE SELECT command, following either : 

- the MODE SELECT Header, if the Block Descriptor length is set to zero. 

- or the Block Descriptor. 

The Block Descriptor Length does not include the length of the Pages. Each Page is preceded by a 
Header of two bytes defining the Page Code and the length of the Page. Following the Header, the 
Pages are separated into sub-blocks containing a list of related flags and/or values. 


PAGE DESCRIPTION: 

PS (Parameters Saveable) bit 7 byte 0 of each Page Header is always set to one by the controller 
indicating that parameters of all Pages can be saved by the controller. When successfully 
completing MODE SELECT commands issued with the SP bit set in the CDB, the controller will 
save the parameters of the defined Page (if not already saved as for Pages 3 and 4). See MODE 
SELECT command definition. 


Bit 6 of byte 0 is reserved. 
The PAGE CODE identifies the meaning of the following bytes in the Page. 
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MODE SENSE command (continued) 


The PAGE LENGTH indicates the number of bytes that the controller supports in each Page. The 
Page Length value of each page does not include the Page Length byte. The controller returns in the 
Pages of the MODE SENSE commands as many consecutive bytes that it supports for each Page 
that it supports. The Page Length shall be set in the pages of the MODE SELECT commands to the 
exact same value returned by the controller in the MODE SENSE Page Length bytes. Otherwise, 
the controller shall create CHECK CONDITION status with the Sense Key of ILLEGAL 
REQUEST. 


The initiator shall issue a MODE SENSE command requesting the controller to return all 
Changeable values (CDB's byte 2 = 7Fh with PCF field configuration 0 1 and Page Code 3Fh) 
prior to issuing any MODE SELECT commands, in order to find out which Pages are implemented 
by the controller and the length of each Pages. 


UNIT ATTENTION PARAMETERS Page code 0 
At the time of the printing of this document, this page was not yet implemented. 


2 1 Oo | Oo | 0 (UnitAtm! 0 | Oo | Qo. oi 


MODE SENSE Page 0 returned values 


Current Changeable 7x00 352xA Saved 
Default Default 
ByteO 80h 80h 80h 80h 80h 
Byte1 02h 02h 02h 02h 02h 
Byte2  Hostdependent 10h 00h 10h Host dependent 
Byte3 00h 00h 00h 00h 00h 
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MODE SENSE command (continued) 


ERROR RECOVERY PARAMETERS Page code 1 
Current, Changeable, Default and Saved values. 


(81h)I 


MODE SENSE Page 1 returned values for both LUNs 
for both ST506/412 or ESDI type of drives 


Current Changeable Default Saved 
Byte 0 81h 81h 8th 81h 
Byte 1 02h 02h 02h 02h 
Byte 2 Host dependent 3Fh 20h (TB set) Host dependent 
Byte 3 Host dependent FFh (yes) 08h Host dependent 
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AQINE SENOD ope cnd fanning 
MODE SENSE command (continied) 


DIRECT ACCESS DEVICE 
FORMAT PARAMETERS Page code 3 
Current, Changeable, Default and Saved values. 


Bit | 7 4 6 | 5d 4 | 3 4 2 41 1 | Oo | 
Byte | i | I | | | | | 
“Ol! - | 0 | PageCode=3h  (83HYI 
“Ti”—”~””«#Page Length Gin bytes) (16h) 
“21” Tracks per Zone (MSB) (00h) 
“31 ‘Tracks per Zone (LSB) —s—~—sS 
“41s Alternate Sectors per Zone (MSB) i 
“51 -—~~«Aitermate Sectors per Zone (LSB) | 
“6tough7? =—sst—i(“‘i‘éS™*;*;*‘éTOdSS (00h) 
“81” Alternate ‘Tracks per Volume (MSB) (00h) 
“9 1) Alternate Tracks per Volume (LSB) (00h or 02h)i 
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MODE SENSE command (continued) 


TRACK and SECTOR FORMAT FIELDs 
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MODE SENSE Page 3 returned values for LUN 0 (ST506/412 drives) 


Byte 0 

Byte 1 

Byte 2 and 3 
Byte 4 and 5 
Byte 6 and 7 
Byte 8 and 9 
Byte 10 and 11 
Byte 12 and 13 
Byte 14 and 15 
Byte 16 to 19 
Byte 20 

Byte 21 to 23 


Current 


83h 

16h 

Host dependent 
Host dependent 
zero 

0002h 

Host dependent 
Host dependent 
0001h 


Host dependent 


Host dependent 
zero 


Changeable 


E0h 


Default 


83h 

16h 

0001h (one track) 
0001h (one sector) 
ZeTO 

0002h 

0011h (17 sectors) 
0200h (512 bytes) 
0001h 


MODE SENSE comm 


eh Lett oe SN 
1G { i 


Saved 


83h 

16h 

Host dependent 
Host dependent 
zero 

0002h 

Host dependent 
Host dependent 
0001h 

Host dependent 
Host dependent 
zero 


Byte 10 and11 Drive dependent 
Drive dependent 


Byte 20 


Current 


Changeable 


0000h (no) 
00h (no) 


MODE SENSE Page 3 returned values for ESDI drives 
(LUN 0 or LUN 1) 


Default 


0011h 
80h 


Refer to the ST506/412 table above for other fields and bytes . 
The controller reads the ESDI configuration during the MODE SENSE command to configure these 


bytes. 


Saved 


Host dependent 
Host dependent 


MODE SENSE Page 3 returned values for LUN 1 (ST506/412 drives) 


Byte 0 

Byte 1 

Byte 2 and 3 
Byte 4 and 5 
Byte 6 and 7 
Byte 8 and 9 
Byte 10 and 11 
Byte 12 and 13 
Byte 14 and 15 
Byte 16 to 19 
Byte 20 

Byte 21 to 23 
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Current 


83h 

16h 

Host dependent 
Host dependent 
zero 

0000h 

Host dependent 
Host dependent 
0001h 

Host dependent 
Host dependent 
zero 


Changeable 


83h 

16h 

FFFFh (yes) 
FFFFh (yes) 
zero (no) 
0000h (no) 
FFFFh (yes) 
FFFFh (yes) 
0000h (no) 
FFFFh 

E0h 

zero (no) 


Default 


0000h ( no mapping) 


zero 
0000h 
0004h (4 sectors) 


0820h (2080 bytes) 
h 


0001 
zeTO 
80h 

zero 


Saved 


83h 

16h 

Host dependent 
Host dependent 
zero 

0000h 

Host dependent 
Host dependent 
0001h 

Host dependent 
Host dependent 
zero 


MODE SENSE command (continued) 


DISK DRIVE GEOMETRY PARAMETERS. Page code 4 
Current, Changeable, Default and Saved values. 


Bit | ie * pil 6 | 5. 4 | 3 | 2 | 1 | 0.1 
Byte | I | | | | | I | 
“ol a | 0 | PageCode=4h ~~ B4H 
“Tt””~”~””~”séage Length (inbytes) (12h)I 
“21 —————sNumber of Cylinders (MSB) (0Oh)I 
“31 —————sSNumber of Cylinders —i—i‘~™SC~*d | 
“41 —————sNumber of Cylinders LSB) SSCS 
“$1 ———”—”—<(Numiber of Heads ss—<—s~s—sSSSSCSC*id | 
: 7 Starting Cylinder- Write Precompensation (MSB)(OOh) | 
ae Starting Cylinder- Write Precompensation = | 
; sees: Starting Cylinder- Write Precompensation (LSB) | 
Sou ee Starting Cylinder- Reduced Write Current (MSB) (00h) 
whe - 4 Starting Cylinder- Reduced Write Current ! 
“a ee Starting Cylinder- Reduced Write Current (LSB) ] 
“21 ——~—~”~”~”sé@Drrive Step Rate (MSB)s—s—~—~S | 
“1 ~”~”~”«é@Drrive Step Rate (LSB) ss—<CS~SsSSSCS | 
“i4|~~”~”~”CLanding Zone Cylinder (MSB) SS ] 
“15l”~”~”~”~”~”CLanding Zone Cylinder SS~S 
“16|”~*~*~”:”””SCLanding Zone Cylinder (LSB) S~d l 
“Whwi9s—~=<C~*‘éiRSeS | 
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Byte 0 

Byte 1 
Byte 2 to4 
Byte 5 

Byte 6 to 8 
Byte 9 to 11 
Byte 12 and 13 
Byte 14 to 16 
Byte 17 to 19 


The default Logical Block Address returned by the READ 


{ODE SENS 


command (co mcned | 


MODE SENSE Page 4 returned values for ST506/412 drive 
Type (LUN 0) 


Current 


84h 
12h 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
ZeTO 


Changeable 


zero (no) 


Default Saved 

84h 84h 

12h 12h 

000132h (306 cyl.) | Host dependent 
04h ( 4 heads) Drive dependent 
000080h (128 cyl.) Drive dependent 
000000h Drive dependent 
OO6Bh (10.7 us) Drive dependent 
000000h Drive dependent 
zeTO zero 
CAPACITY data is 4BBFh. 


MODE SENSE Page 4 returned values for ST506/412 drive type (LUN 1) 


Current Changeable 7400/352xA 7400 Saved 
Default Default 

Byte 0 84h 84h 84h 84h 84h 
Byte 1 12h 12h 12h 12h 12h 
Byte 2 to 4 Host dependent FFFFFFh 000132h (306cyl.) 00003FF Host dpnt 
Byte 5 Host dependent FFh 04h ( 4 heads) 08h (8 heads) Drive dpnt 
Byte 6 to 8 Host dependent FFFFFFh  000080h (128 cyl.) 000000h Drive dpnt 
Byte 9 to 11 Host dependent FFFFFFh  000000h 000000h. Drive dpnt 
Byte 12 and 13 Host dependent FFFFh 006Bh (10.7 us) 004Dh (7.7 us) Drive dpnt 
Byte 14to16 Hostdependent FFFFFFh  00000Uh 000000h Drive dpnt 
Byte 17to19 zero zero ZeTO zero zero 
The default Logical Block Address returned by the READ CAPACITY data is 1317h. 

MODE SENSE Page 4 returned values for ESDI drive Type 

Current Changeable Default Saved 

Byte 0 84h 84h 84h 84h 
Byte 1 12h 12h 12h 12h 
Byte 2 to4 Drive Dependent 000000h 000132h Drive Dependent 
Byte 5 Drive Dependent 00h 04h Drive dependent 
Byte 6 to 8 Drive Dependent — 000000h 800000h Drive dependent 
Byte 9 to 11 Drive Dependent 000000h 000000h Drive dependent 
Byte 12and13 Drive Dependent 0000h 0000h Drive dependent 
Byte 14t016 Drive Dependent  000000h 000000h Drive dependent 
Byte 17to19 = zero ZeTO zero zeTO 


The controller gets the ESDI configuration from the drive to configure the Current values in the 
above table. Notice that no parameters are changeable; therefore, a MODE SELECT may not issue 


this page. 
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MODE SENSE command (continued) 
FLEXIBLE DISK DRIVE GEOMETRY PARAMETERS. Page code 5 
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MODE SENSE Command (continued) 
Flexible Disk Devices only 


Bie” oN oe TE St ae ee Th Oe he 
Byte | | | 
“Isl —st*«é<“‘«~*é‘;‘*”:*eadé*Settte Delay (LSB) SOS*S*~«* 
“191~*”*~“«~*‘<;CO;*SMOtor ON DelcyUUU™™”™”™”™~ l 
“21 ~~~~—~”~”:«C Moto OFF Delay ==—Ss—=<CSsSSSTS<i 
“211 TRDY {| SSN| MO 11 Reeved 4 ] 
“21 Reserved 1 | Step Pulses per Cylinder 
“231 ~—~—~—~—~””SWrite Precompensation Level = SSS | 
“M1 ”~”*~*~“~*~‘s™s™:CSHeand Lond Del€y=s—CS~S (00h) 
“21 ~~~~~~—~”~«Wead ‘Unload Delay ==sSs™—=~CS (00h)! 
“26! PIN 34 Definition | | +PIN2 Definition | | 
“271 PIN 4 Definition = | | PIN1 Definition 1 


Data Bytes per Physical Sector may be 128 (FM only), 256, 512, 1024, 2048 or 4096 


Returned values for Fiexible Disk drives 


LUN 2 LUN 4 LUN 5 LUN 6 


Header : 

Byte 0 xxh xxh xxh xxh 

Byte 1 1Ah 1Ah 1Ah OAh Medium Type 

Byte 2 00h 00h 00h 00h 

Byte 3 08h 08h 08h 08h Block Descriptor Length 
Block Descriptor 

Byte 0 h 00h 00h 00h 

Byte 1 00h 00h 00h 00h 

Byte 2 00h 00h 00h 00h 

Byte 3 00h 00h 00h 00h 

Byte 4 00h 00h 00h 00h ‘Reserved 

Byte 5 00h 00h 00h 00h 

Byte 6 02h (512) 02h (512) 02h (512) 02h (512) Bytes/Sector 
Byte 7 00h 00h 00h 00h 


corresponds to : 5 /14 inch 3 1/4 inch 5 1/4 inch 8 inch 
250Kbit 300Kbit 500Kbit 500Kbit 
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MODE SENSE Command (continued) 
Flexible Disk Devices only 


MODE SENSE Page 5 (LUN 2) 
Changeable I 
250 Kbit, 5 1/4 inch drive. 


85h 

1Eh 

OOFAh (250Kbit) 
02h ( 2 heads) 
08h (8 sect/track) 
0200h (512 bytes) 
0050h (80 Cyl.) 
0050h (80 Cyl.) 
0050h (80 Cyl.) 
003Ch (6 ms) 
00h 

0118h (28 ms) 
04h (0.4 sec) 
46h (7 seconds) 


E0h (TRDY, SSN, MO) 


Olh (Step Pulses) 
00h 
0000h 


10h (Pin 34=READY) 


00h 
zero 


MODE SENSE Page 5 (LUN 4) 
Changeable. 


Byte 0 85h 

Byte 1 1Eh 
Bytes2and3 Host dependent 
Byte 4 Host dependent 
Byte 5 Host dependent 
Bytes 6and7 Host dependent 
Bytes 8and9 Host dependent 
Bytes 10 and 11 Host dependent 
Bytes 12 and 13. Host dependent 
Bytes 14 and 15 Host dependent 
Byte 16 00h 

Bytes 17 and 18 Host dependent 
Byte 19 Host dependent 
Byte 20 Host dependent 
Byte 21 Host dependent 
Byte 22 Host dependent 
Byte 23 Host dependent 
Bytes 24 and 25 0000h 

Byte 26 Host dependent 
Byte 27 Host dependent 
dependentBytes 28 thru 31 

Byte 0 85h 

Byte 1 1Eh 

Bytes 2 and3 Host dependent 
Byte 4 Host dependent 
Byte 5 Host dependent 
Bytes6and7 Host dependent 
Bytes8and9 Host dependent 
Bytes 10 and 11 Host dependent 
Bytes 12 and 13 Host dependent 
Bytes 14 and 15 Host dependent 
Byte 16 00h 

Bytes 17 and 18 Host dependent 
Byte 19 Host dependent 
Byte 20 Host dependent 
Byte 21 Host dependent 
Byte 22 Host dependent 
Byte 23 Host dependent 
Bytes 24 and 25 0000h 

Byte 26 Host dependent 
Byte 27 Host dependent 


Bytes 28 thru 31 
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Zero 


300 Kbit, 5 1/4 inch drive 


85h 

1Eh 

012Ch (300Kbit) 
02h ( 2 heads) 
O8h (8 sect/track) 
0200h (512 bytes) 
0050h (80 Cyl.) 
0000h 


0050h (80 Cyl.) 
0044h (6.8 ms) 
00h 

QOEEh (23.8 ms) 
05h (0.5 sec) 

46h (7 seconds) 
60h (SSN, MO) 
Olh (Step Pulses) 


Olh (WRT PRE=104n) 
Ih 


0000. 
00h 
00h 
zero 


85h 

1Eh 

Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
00h 

Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
0000h 


Host dependent 
Host 
zero = zero 


Saved 


85h 

TEh 

Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
00h 


Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
0000h 


Host dependent 
Host dependent 
zero 


Byte 0 

Byte 1 

Bytes 2 and 3 
Byte 4 

Byte 5 

Bytes 6 and7 
Bytes 8 and 9 
Bytes 10 and 11 
Bytes 12 and 13 
Bytes 14 and 15 
Byte 16 

Bytes 17 and 18 
Byte 19 

Byte 20 

Byte 21 

Byte 22 

Byte 23 

Bytes 24 and 25 
Byte 26 

Byte 27 

Bytes 28 thru 31 


Byte 5 

Byte 6 and 7 
Byte 8 and 9 
Byte 10 and 11 
Byte 12 and 13 
Bytes 14 and 15 
Byte 16 

Bytes 17 and 18 
Byte 19 

Byte 20 

Byte 21 

Byte 22 

Byte 23 

Bytes 24 and 25 
Byte 26 

Byte 27 

Bytes 28 thru 31 


OMTI 7X00/3500 Series Programmers Manual- Revision A - Page 4-77 


MODE SENSE Command (continued) 


NSE Command (contin 


Flexible Disk Devices only 


MODE SENSE Page 5 (LUN 5) 
Changeable 


85h 

1Eh 

Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
00h 

Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
0000h 

Host dependent 
Host dependent 
zeTOo 


85h 

1Eh 

Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
00h 

Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
9000h 

Host dependent 
Host dependent 
zero 


FFFFh 


500 Kbit, 5 1/4 inch drive 


85h 

1Eh 

01F4h (S00Kbit) 
02h (2 heads) 
OFh (15 sect/track) 
0200h (512 bytes) 
0050h (80 Cyl.) 
0000h 


0050h (80 Cy.) 
0028h (4 ms) 
00h 


OODCh (22 ms) 
O5h (.5 sec) 

46h (7 seconds) 
60h (SSN, MO) 
Olh (Step Pulses) 


02h (WRT PRE=125n) 


0000h 


05h (Pin 2 = HI DEN) 


00h 
zero 


(LUN 6) 
faul 


Default_ 
500 Kbit, 8 inch drive 


85h 

1Eh 

01F4h (500Kbit) 
02h ( 2 heads) 
OFh (15 sect/track) 
0200h (512 bytes) 
004Dh (77 Cyl.) 
0000h 


004Dh (77 Cyl.) 
0028h (4ms) 
h 


00) 

QODCh (22 ms) 
O5h (5 sec) 

46h (7 seconds) 
60h (SSN, MO) 
Olh (Step Pulses) 


02h (WRT PRE=125n) 


0000h 
00h 


00h 
zero 


85h 

1Eh 

Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
00h 


Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
0000h 

Host dependent 
Host dependent 
zero 


Saved 


85h 

1Eh 

Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
00h 

Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
Host dependent 
9000h 

Host dependent 
Host dependent 
zero 


MODE SENSE Command (continued) 


SERIAL NUMBER. Page code 20 
Current, Changeable, Default and Saved values. 


Bil’ 7: ob (6. I. Se. Ve ae Te ee 1 o| 
Byte | | | 


01 1 ot Oo | Page Code = 20h (AOh)I 
“TI —”~””*Page Length (in bytes) SS*~*~S~S«S A 
“21 ——————séDrrive Serial Number (MSB)ss—S—~S 
“3:1. Drive Serial Number sss—<“Cs—sSCSCis | 
7 Drive Serial Number ssSsS~Ss 
7 ae, Drive Serial Number s—s—‘ié=‘—~s~SCS | 
“6rd Drive Serial Number ss—<CSs | 
“71 ~——””:sé@Drive Serial Number sss—<“—s—sSSSCis 
“$1. Drive Serial Number ss—CSsSSCS 
“91 Drive Serial Number (LSB) ss—~S ] 
“ol”~<“i‘s‘“‘sé‘éREVE (00h)| 
“Mt””~C«Rseved (00h)! 


Current. Changeable Default Saved 
Byte 0 AOh AOh AOh AOh 
Byte 1 OAh OAh OAh OAh 
Bytes 2 through9 Drivedependent 8 x FFh zero Drive dependent 
Bytes 10 through 11 zero zero zero zeto 
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MODE SENSE Command (continued) 


CONTROLLER PARAMETERS Page code 22 
Current, Changeable, Default and Saved values. 


ne v6 ef S 4 8 4! lk ee 
Byte | | | i 
“oO! 2 | 0 | Page Code= 22h. ~~ (Ah 
“1; ~~” sage Length (in bytes) =S*S*S*S*«S EY 
ee ees LUN. —~S ie LUN”t~—S 
2 a | Senay LUN t~S 
i © eens iu. a A 1 
i naan LUNt—~—S alec: Nu 
“6throughiSsSS—S Reserved | (On) 


Each nibble is allocated to a particular physical device and its Drive Select line as defined in the 
drive hardware. The following table shows which drive type and Drive Select owns which nibble : 


2 | Winchester Drive Select 1 | Winchester Drive Select 2 I 
“3.1 ‘Flexible Disk Select 1 | QICO2 | 
“4 1 Flexible Disk Select 2 | _—‘Flexible Disk Select 3. ] 
“5 | ‘Flexible Disk Select 41 St 


Null is a non-associated device. 


MODE SENSE Doaeo 973 roturne Jd 
WEN asa ae 


NSE Page 22 returned 
values 
Current. Changeable Default Sayed 
Byte 0 A2h A2h A2h A2h 
Byte 1 OEh OEh OEh OEh 
Byte 2 Host dependent OFh Olh Host dependent 
Byte 3 Host dependent FFh 23h Host dependent 
Byte 4 Host dependent FF 45h Host dependent 
Byte 5 Host dependent FFh 67h Host dependent 
Byte 6 through 15 zero zeTO zeTO zero 
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4.3.4. READ Command 
Peripheral Device Type: Direct Access (W+F) 


READ Command Descriptor Block 


Bit | 7 | 6 | 5 4 | 3. I 2 I 1 | QO ol 
Byte | | I | I | | | | 
Oey Ce i ee ee 
“1 1 Logical Unit Number | Logical Block Address (MSB) 
ieee ee Logical Block Address SSS 
he ee ee Logical Block Address (LSB) —* ] 
SACI SEE Transfer Length SSSS™S~S~S~S~S 


The READ command requests that the controller transfer data to the host. 
The logical block address specifies the logical block at which the read operation will begin. 


The Transfer Length specifies the number of contiguous logical blocks of data to transfer. A 
Transfer Length of zero indicates that 256 logical blocks. are transferred. Any other value indicates 
the number of logical blocks that are transferred. The most recent data value written in the 
addressed logical block will be returned. 


The progress of the command is influenced by the options set by the MODE SELECT command 
Page | parameters such as the number of retries. Refer to the MODE SENSE and MODE SELECT 
commands for more information. The controller disconnects after the command phase to release the 
bus while seeking for hosts that support disconnect/reconnect. 
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scccsocccsescessssessosoesessessssossesosssseseses 


4.3.5 REASSIGN BLOCKS Command 
Peripheral Device Type: Direct Access (Winchester Disks only, not Flexible 
Disks) 


REASSIGN BLOCKS Command Descriptor Block (07h) 


0 | 07h | 
“1 | Logical Unit Number | Reserved = ssts—~—~—S 
ES a ea cena ae Reserved SS (OO)! 
“tke Reseved (00h) 
yh ie Rseved (00h) 
bo eis Control Byte t—<Cts=i‘sSCS | 


The REASSIGN BLOCKS command requests the controller to reassign the defective logical 
blocks to an area on the logical unit reserved for this purpose. 


If the MODE SELECT command in Page 3 was set with no alternate sectors to de-allocate, the drive 
was not requested to reserve blocks for the defect management. In this case, the drive will reject the 
REASSIGN BLOCKS command with the CHECK CONDITION status and Sense Key/Error Code 
set to ILLEGAL REQUEST/No Defect Spare Location Available. 


The host transfers a defect list that contains the logical block addresses to be reassigned. The 
controller will reassign the physical medium used for each logical block address in the list. The 
data contained in the logical blocks specified in the defect list may be altered, but the data in all 
other logical blocks on the medium is preserved. 


Note: The data co tained tn the lnginal block wanacianad » 


The REASSIGN BLOCKS defect list contains a four-byte Header followed by one or more Defect 
Descriptors. The length of each Defect Descriptor is four bytes. 
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REASSIGN BLOCKS command (continued) 
REASSIGN BLOCKS Defect List 


Btl 7 | 6 | 5 | 4 | 3 | 2 | 4 1 0 1 
Byte | | I l i | 
“ol Reewed = (OOK 
“Tr «Reserved (00h)! 
“21 Defect List Length (MSB)—~—S | 
“37 ”~”~«é@Defect List Lenght (LSB) sS—S~S 


‘Bele he ee eh eo i be DO 
Byte | I I | | | | | I 
“Ol ———~—~~SCS@Defect Logical Block Address (MSB) | 
“Tl” SDefeet Logical Block Address 
“21 ————~«sdDefeet Logical Block Address 
“31 Defect Logical Block Address (LSB) 


The DEFECT LIST LENGTH specifies the total length in bytes of the Defect Descriptors that 
follow. The Defect List Length is equal to four times the number of Defect Descriptors. All defects 
specified by the REASSIGN BLOCKS command will be recorded in the G list which is limited to 
approximately 390 defects. 


The Defect Descriptor specifies a four-byte DEFECT LOGICAL BLOCK ADDRESS that contains 
the defect. The Defect Descriptors shall be sent by the host in descending order. 


If the logical unit has insufficient capacity to reassign all of thé defective logical blocks, the 


command terminates with a CHECK CONDITION status and the Sense Key/Error Code is set to 
"MEDIUM ERROR/No Defect Locations Available" Additional Sense Code. - 
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Seceeeeooessoseseoeoso neo seoeoosssesooseosaaasseasnneesasosens 


4.3.6 RELEASE Command 
Peripheral Device Type: All 


RELEASE Command Descriptor Block 


Bit | 7 4 6 | 5d 4 $3 3 1 2 4 1 | Oo | 
Byte | | l I | l | | | 
Sy ho se he a 
“T | Logical Unit Number | 3rdPty (Third Party Device ID | 0 
i: 7 enon Reeved SS (0h) 
“aoe, ee Reseved (00h)I 
Tepe ee Ea Reeved (00h) 
7 aie Va Control Byte —i‘séSCS | 


The RELEASE command is used to release the previously reserved logical units. It is not an error 
for an initiator to attempt to release a reservation that is not currently active. 


LOGICAL UNIT RELEASE. The initiator requests the controller to terminate all logical unit 
reservations from the initiator. 


THIRD PARTY RELEASE. The controller supports the third party release option. 


The third party release option for the RELEASE command allows an initiator to release a logical unit 
that was previously reserved using the third-party reservation option. 


If the third party (3rdPty) bit is zero, then the third-party release option is not requested. If the 
3rdPty bit is one then the controller will release the specified logical unit, but only ifthe reservation 


was made using the third-party reservation option by the same initiator for the same SCSI device as 
enecified in the third_-narty device TD field 


SPeCchieG ih ihe GUTU-parry Gevice sae Tika, 
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4.3.7 RESERVE Command 
Peripheral Device Type: All 


RESERVE Command Descriptor Block 


Bie oP a eo eS ee ee a eo 
Byte | 
Opn ae ee ig he ee ed 
“1 | Logical Unit Number | 3rdPty Third Party Device ID | 7 
co, ee Reserved  sStS=~CSwS (00h)! 
SB ee Reseved sSs—~S~Ss (00h)! 
Si as Reserved SsS™~S (00h)! 
iS ee aaa es Control Byte SOt™~=~CS~stsSS l 


The RESERVE command is used to reserve logical units. The RESERVE and RELEASE 
commands provide the basic mechanism for contention resolution in multiple-initiator systems. 


LOGICAL UNIT RESERVATION. The initiator requests that the entire logical unit be reserved for 
the exclusive use of the initiator until the reservation is released by a RELEASE command from the 
same initiator, by a BUS DEVICE RESET message from any initiator, or by a "hard" RESET 
condition. A logical unit reservation will not be granted if the logical unit is reserved by another 
initiator. It is permissible for an initiator to reserve a logical unit that is currently reserved by that 
initiator. 


If, after honoring the reservation, any other initiator subsequently attempts to perform any 
command on the reserved logical unit then the command is rejected with RESERVATION 
CONFLICT status. 


THIRD PARTY RESERVATION. The controller supports the third party reservation option. 


The third party reservation option for the RESERVE command allows an initiator to reserve a 
logical unit for another SCSI device. 


If the third-party (3rdPty) bit is zero, then the third-party reservation option is not requested. 

If the 3rdPty bit is one, the RESERVE command will reserve the specified logical unit for the SCSI 
device specified in the third-party device ID field. The controller will preserve the reservation until 
it is released by the same initiator (or by a BUS DEVICE RESET message from any initiator or a 
“hard" RESET condition). The controller will ignore any attempt to release the reservation made by 
any other initiator. 
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4.3.8 REZERO UNIT Command 
Peripheral Device Type: Direct Access 


REZERO UNIT Command Descriptor Block 


The Head carriage on the drive specified by the LUN is positioned at track zero. The controller will 
disconnect from the host while this command is in progress, if the host indicated that it supports 
disconnect in the IDENTIFY message. A non-buffered recalibrate is executed on non-removable 
disk drives. The recalibrate on removable drives is buffered. 


OMTI 7000/3500 Series Programmers Manual- Revision A - Page 4-85 


4.3.9 SEEK Command 
Peripheral Device Type: Direct Access (W+F) 


SEEK Command Descriptor Block 


Bt! 7 | 6 | 5 | 4 | 3 | 2 | 2 t 0 1 
Byte | { ] 
Soi ae Sg ee ee NE ee et ey eae on 
“1 1 Logical Unit Number | Logical Block Address (MSB)——*d | 
Me pg Logical Block Address SSCs 
> SOc See Logical Block Address (LSB) = ] 
Lee oe Reeved  ss—<CS~S (Oh) 
pais 24 ee oe Control Byte tst—=—<CSsSSSC*d 


The SEEK command causes the device addressed by the LUN to be physically positioned to the 
cylinder as defined in bytes one to three. No attempt to verify the seek position is made until a 
READ or WRITE command is issued. 


NOTE : The controller returns completion status while the seek is in progress on Winchester logical 


units that support buffered step pulses or on ESDI disks. This is so that hosts which do not 
support disconnect/reconnect can overlap seeks with commands to other devices. 
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4.3.10 START/STOP UNIT Command 
Peripheral Device Type: Direct Access 


START/STOP UNIT Command Descriptor Block 


Bri 7 | 6 | 5 ! 4 | 3 t| 2 §| 2 t Of 
Byte | ! | | 


0} 1Bh | 
“T 1 Logieal Unit Number | Reserved ——=—~S~S«*L*med 
a (00h) 
Seed (00h) 
Greed | Lob} | Start | 
Ss. Control Byte sts—~—s 


The START/STOP UNIT command requests that the controller enable or disable the logical unit for 
further operations. 


An IMMED (immediate) bit of one indicates that status will be returned as soon as the operation is 
initiated. An IMMED bit of zero indicates that status will be returned after the operation is 
completed. If the Immediate bit is not set and the host supports disconnect/reconnect, the command 
will disconnect while performing the command. 


The Stop command, when issued to a ST type Winchester drive, will cause the heads to be 
positioned over the Landing Zone Cylinder. 


FLEXIBLE DISKS ONLY: 


A load/eject (LoEj) bit of zero indicates that no action is to be taken regarding loading or ejecting the 
medium. A LoEj bit oe one indicates that the medium is to be unioaded. 


A START bit of one requests the logical unit be made ready for use. A START bit of zero requests 
that the logical unit be stopped. 


The command following the START/STOP UNIT command issued to start the spindle will be 
tejected with a CHECK CONDITION status for a UNIT ATTENTION Sense Key. 
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4.3.11 WRITE Command 
Peripheral Device Type: Direct Access (W+F) 


WRITE Command Descriptor Block 


Bey FN bse MS te th a Sw PO PS a 
Byte | | | | | | 
Gn eT ee ee eg, eee yt ro ee 
“Ty 1 Logical Unit Number | Logical Block Address (MSB) | 
= Le Logical Block Address S—S—=S 
Ss een Logical Block Address (LSB) 
ne 4 eS ewe ee Transfer Length = SCS | 
ele oe en oe Control Byte | 


The WRITE command requests that the controller write the data transferred by the host to the 
medium. The LBA specifies the logical block at which the write operation will begin. The Transfer 
Length specifies the number of contiguous logical blocks of data to be transferred. A Transfer 
Length of zero indicates that 256 logical blocks are to be transferred. Any other value indicates the 
number of logical blocks that are to be transferred. 


The progress of the command is influenced by the options set up by the MODE SELECT command 
Page 1 parameters, such as the number of retries. Refer to the MODE SENSE and MODE SELECT 
commands for more information. The controller disconnects after the command phase to release 
the bus while seeking for hosts that support disconnect/reconnect. 
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SECTION 5 
5.1 GROUP 1 COMMANDS FOR DIRECT ACCESS DEVICES 


The Group 1 commands that the controller supports for direct-access devices (Winchesters and 
Flexible disks) are as shown in the following Table: 


Group 1 Commands for Direct-Access Devices 


Operation 

Code Command Name Device Type Section 
3Ch READ BUFFER W+F 5.1.1 
25h READ CAPACITY WF 5.1.2 
37h READ DEFECT DATA W 5.1.3 
28h READ EXTENDED W+F 5.1.4 
2Bh SEEK EXTENDED W+F S245 
2Fh VERIFY Ww 5.1.6 
2Eh WRITE AND VERIFY W 5.1.7 
3Bh WRITE BUFFER WHF 5.1.8 
2Ah WRITE EXTENDED W+F 5.1.9 


5.1.1. READ BUFFER Command 
Peripheral Device Type: All 


READ BUFFER Command Descriptor Block 


Bit | 7 1 6 | 5 | 4 1 3 | 2 =I 1 | 0 | 
Byte | | | | | i | I | 
SOc ech Ne te ee 
“1 1 Logical Unit Number Reserved ssts—t—S~S~S—s 
“2b Red (00h) 
“3b Red (00h) 
“4t0ORSeed (00h) 
“St Reerved (00h) 
“él” (00h) 
“71 Allocation Length (MSB)—S—s | 
“st Allocation Length (LSB) Ci | 
“oi Control Byte t—<is~—sCSd 
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READ BUFFER command (continued) 


The READ BUFFER Command may be used in conjunction with the WRITE BUFFER command 
as a diagnostic function for testing the controller's buffer memory and the SCSI bus integrity. 
There is no access to the medium during the execution of this command. 


The ALLOCATION LENGTH specifies the maximum number of bytes that the initiator has 
allocated for returned READ BUFFER data. The Allocation Length contains a four byte header, 
followed by the READ BUFFER data. An Allocation Length of zero indicates that no Read Buffer 
Header and no READ BUFFER data shall be transferred. This condition does not create the 
CHECK CONDITION status. This data is to be used by the initiator for comparison with the data 
pattern sent during the WRITE BUFFER command. Up to the entire controller buffer size may be 
requested for transfer including four bytes of header and up to the buffer size minus 4 bytes of 
READ BUFFER data. 


if the Allocation Length is greater than the Available Length added to the four bytes of Read Buffer 
Header, the Read Buffer Header and the Available Length shall be transferred to the initiator. 

It is not an error to request an Allocation Length less than the Available Length. 

The controller terminates the DATA IN phase when the Allocation Length bytes have been 
transferred or when the Read Buffer Header and the Available Length has been transferred to the 
initiator, whichever is iess. 


READ BUFFER Header 


Bit | 7 Ot 6 | 5 | 4 | 3. Ltt 2 1 1 | Qo | 
Byte | ! I I | | | | | 
“Or Reserved SSS 
Tro Reserved (00h) 
“21 Available Length (MSB) 
“31 Available Length LSB) sis 


It is recommended that the initiator issue the RESERVE UNIT command to all Logical Units prior 
to the WRITE BUFFER command, and issue the RELEASE UNIT command after the READ 
BUFFER command is completed, in order to avoid corruption of the controller's data buffer by 
another initiator. 
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5.1.2 READ CAPACITY Command 
Peripheral Device Type: Direct Access (Winchester and Flexible disks) 


READ CAPACITY Command Descriptor Block 


Bit | 7 | 6 | 5. ch 4 | 3 i | 1! Oo | 
Byte | | | | | | | | \ 
i ee ee ee ag 
“TT Logical Unit Number Reserved sst—<CS~sS i 
So Logical Block Address (MSB) i l 
Sl" Logieal Block Address sd 
os Logical Block Address sd 
“Si” CLogical Block Address (LSB) i 
‘et. Reeve = (00h) 
Reserved SSC 
‘er Rserved S”S™~™~*dSCéiMEL SF 
“ol ”””Sontrol Byte s—s—sS 


The READ CAPACITY command provides a means for the initiator to request information 
regarding the capacity of the logical unit. 


A PARTIAL MEDIUM INDICATOR (PMI) bit set to zero indicates that the information returned 


in the READ CAPACITY Data is the logical block address of the last logical block of the logical 


unit and the block length (in bytes) of all blocks in the unit. The LBA in the CDB shail be set to 
zero. 


If defect handling was requested by the host, only user addressable blocks are counted in the 
calculation of the last logical block address, alternate and alternated blocks are not counted. 


A PMI bit set to one indicates that the information retumed is the logical block address and block 
length (in bytes) of the last logical block after the logical block address specified in the CDB before 
a substantial delay in data transfer will be encountered (e.g., a cylinder boundary). This function is 
intended to assist storage management software in determining whether there is sufficient space on 
the current cylinder to contain a frequently accessed data structure such as a file directory or file 
index. 
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READ CAPACITY command (continued) 


The eight bytes of READ CAPACITY Data shown in the following table are sent during the DATA 
IN phase of the command. 


READ CAPACITY Data 


0 | Logical Block Address (MSB) l 
“Tl~”~”~””~CLogical Block Address s—s—~—S | 
“21 ~~”~”~CiLgical Block Address s—S | 
“31 Logical Block Address (LSB) 
“41. s Block Length (MSB) SS (00h)! 
“51 séBloek Length ss—S—S (0h) 
“61 * Block Length sss—sSSSSSCid 
“TI ””~”«iBoe’ Length (LSB) ss—s—S | 


Winct Disk dri 5 
The last LBA of the READ CAPACITY data is calculated with the number of cylinders, number of 
heads, number of sectors per track, and the number of sectors de-allocated per zone for defect 
handling (if any) as follows : 


- Ifa MODE SELECT command with Pages 3 and 4 was previously successfully completed and, 
- if a FORMAT UNIT command was successfully completed after this MODE SELECT 
command, the number of cylinders and heads used are those saved during the FORMAT UNIT 
command. 
- if a FORMAT UNIT command was not yet issued, the controller returns a CHECK 
CONDITION status. 

- Ifa MODE SELECT command with Pages 3 and 4 was not previously issued, 
- and if the drive is an ESDI drive, the calculation is performed with the ESDI drive 

configuration values returned by the drive. 


- and if the drive is not an ESDI drive, the calculation is performed either with : 


- the saved values stored during the previous FORMAT UNIT command. 
- or with the controller default values according to the logical unit number. 
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READ CAPACITY command (continued) 


Deallocated tracks from the READ CAPACITY data (also See section 5 for more details) 

- Without defect handling, 4 tracks are de-allocated in the calculation as follows: 

~ track zero equivalent to cylinder zero, head zero is used by the controller to provide complete 
software device independence by storing controller and drive parameters. 

- the last 3 tracks of the capacity starting from the maximum cylinder and maximum head and 
switching backwards to the lower head then when reaching head 0 of the current cylinder, 
switching to the next upper head of the minus one cylinder number . 

- With defect handling, 12 tracks are de-allocated in the calculation added to the number of 
alternate sectors requested by the host. 

- track zero, same as above. 

~ the Jast 11 tracks of the capacity located starting from the maximum cylinder and switching to 
the next upper head of the minus one cylinder number when reaching head 0. 


FLEXIBLE DISK DRIVES (VALID FOR THE 7000, 7200 AND 7400 MODELS): 


The last LBA of the READ CAPACITY data is calculated with the number of cylinders, heads, and 
sectors per track as reported by the Current values of the MODE SENSE command. 


| 
| 
| 
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5.1.3 READ DEFECT DATA Command 
Peripheral Device Type: Direct Access (Winchester Drives only) 


READ DEFECT DATA Command Descriptor Block 


The READ DEFECT DATA command requests that the controller transfer the medium defect data to 
the initiator. 


The meaning of bits 0 through 2 of byte 2 is similar to the bit definition of the bits 0 through 2 of 
the byte 1 of the FORMAT UNIT command. The host indicates with this field a preferred format 
for the defect list to be returned by the controller. 


The Defect List format the controller supports is : 


LIST BIT 2 1 0 FORMAT 
P "& G Lists _ 1 0 O Bytes From Index 
P &G Lists 1 0 1. Physical Sector Format 
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READ DEFECT DATA command (continued) 


If the host requests another format than "Bytes from Index” or "Physical Sector” the controller will 
return the list requested in the "Bytes from Index” format and create the CHECK CONDITION 
status with the Sense Key/Error Code set to "RECOVERED ERROR" at the end of the Read Defect 
Data data transfer. 


- The P bit set to one indicates that the initiator requests that the Primary list of defects be returned. 
The P bit set to zero indicates that the controller shall not return the Primary list of defects. 

(NOTE: This command reads the OMTI P list tracks, not the Copy of the P list or Manufactures 
Defect List .) = 


- The G bit set to one indicates that the initiator requests that the Grown list of defects be returned. 
The G bit set to zero indicates that the controller shall not return the Grown list of defects. 


- With bits P and G both set to one, the controller shall retum the Primary and the Grown list of 
defects. The controller returns the G list first, followed by the P list. If the host sent a value of 
FFFFEFFFh as "Bytes From Index" or “Physical Sector" value in the D list sent during the Data 
Out phase of the FORMAT UNIT command, the controller will return in the READ DEFECT 
DATA data all the sector addresses of the track(s) involved. 

- With bits P and G both set to zero, the Defect List Header only is returned. 


If the controller is unable to read the defect list from the disk, it will create the CHECK 
CONDITION status and set the Sense Key/Error Code to "MEDIUM ERROR/No Record Found". 


The ALLOCATION LENGTH specifies the number of bytes that the initiator has allocated for 
retamed READ DEFECT DATA. An Allocation Length of zero indicates that no READ DEFECT 
DATA is to be transferred. Any other value indicates the maximum number of bytes that is 
requested to be transferred. 


The controller terminates the DATA IN phase when the Allocation Length bytes have been 
transferred or when all available READ DEFECT DATA data have been transferred to the initiator, 
whichever is less. The READ DEFECT DATA contains a four byte header, followed by zero or 
more Defect Descriptors. 
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READ DEFECT DATA command (continued) 


The meanings of bits 0 through 2 of byte 1 are similar to the Defect List Format of the FORMAT 
UNIT command. The bits P,G and the Defect List Format indicate which defect list is actually 
returned by the controller. The format of the defect descriptors, if the Defect List Length is different 
than zero, are shown in the FORMAT UNIT command. The length of each defect descriptor is 
eight bytes. The Defect List Length specifies the total length in bytes of the defect descriptors that 
follow. The Defect List Length is equal to eight times the number of defect descriptors. If the 
Allocation Length of the CDB is too small to transfer all of the defect descriptors, the Defect List 
Length is not adjusted by the controller to reflect the truncation. The Defect Descriptors are in 
ascending order within each list returned. The initiator may be informed about the exact number of 
defects by dividing the Defect List Length by 8 (the Defect Descriptor Length). 


5.1.4 READ EXTENDED Command 
Peripheral Device Type: Direct Access (Winchester and Flexible disks) 


READ EXTENDED Command Descriptor Block 


The READ EXTENDED command operates the same as the READ command except that the 
Transfer Length occupies two bytes and the starting Logical Block Address occupies four bytes. 
The TRANSFER LENGTH can be from 0000 to 65K-1 blocks. 


The maximum LBA allowed is the LBA value returned in the READ CAPACITY Data with PMI bit 
set to zero. 


Refer to the READ command Group 0 for more information. 
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5.1.5 SEEK EXTENDED Command 
Peripheral Device Type: Direct Access (Winchester and Flexible disks) 


SEEK EXTENDED Command Descriptor Block 


The SEEK EXTENDED is similar to the SEEK command. 


The maximum LBA allowed is the LBA value returned in the READ CAPACITY Data with PMI bit 
set to zero. 
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5.1.6 VERIFY Command 
Peripheral Device Type: Direct Access (Winchester Disk drives only) 


VERIFY Command Descriptor Block 


9 | Control Byte | 


The VERIFY command requests that the controller verify the data written on the medium. The 
purpose of this command is to perform medium verification against ECC recorded. However, the 
command will be executed according to the setting of the Error Recovery parameters set in Page 1 
of the MODE SELECT command. The CHECK CONDITION status will be created upon 
encountering uncorrectable errors or any error if the DTE bit is set. Correctable ECC errors will not 
be reported unless the PER bit is set. On correctable ECC errors, if PER bit is set, the number of 
bits in error will be reported. 


The LOGICAL BLOCK ADDRESS specifies the logical block at which the verify operation will 
begin. The maximum LBA allowed is the LBA value returned in the READ CAPACITY Data with 
PMI bit set to zero. 


The VERIFICATION LENGTH specifies the number of contiguous logical blocks of data that is to 
be verified. A Transfer Length of zero indicates that no logical blocks are to be verified. This 
condition will not be considered as an error. Any other value indicates the number of logical blocks 
that will be verified. 
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5.1.7. WRITE AND VERIFY Command 
Peripheral Device Type: Direct Access (Winchester Disk drives only) 


WRITE AND VERIFY Command Descriptor Block 


The WRITE AND VERIFY command requests that the controller write the data transferred from the 
initiator to the medium and then verify that the data is correctly written. The purpose of this 
command is to perform medium verification against ECC recorded immediately after the write 
operation occurred. However, the command will be executed according to the setting of the Error 
Recovery parameters set in Page 1 of the MODE SELECT command. The CHECK CONDITION 
status will be created upon encountering uncorrectable errors or any error if the DTE bit is set. 
Correctable ECC errors will not be reported unless the PER bit is set. On correctable ECC errors, if 
PER bit is set, the number of bits in error will be reported. 


The LOGICAL BLOCK ADDRESS specifies the logical block at which the write and verify 
operation will begin. The maximum LBA allowed is the LBA value returned in the READ 
CAPACITY Data with PMI bit set to zero. 


The TRANSFER LENGTH specifies the number of contiguous logical blocks of data that shall be 
transferred from the host and verified in the data buffer of the controller. A Transfer Length of 
zero indicates that no logical blocks are transferred. This condition will not be considered an error 
and no data is written. Any other value indicates the number of iogical biocks that shail be 
transferred and verified. 


OMTI 7000/3500 Series Programmers Manual - Revision A - Page 5-11 


5.1.8 WRITE BUFFER Command 
Peripheral Device Type: All 


WRITE BUFFER command Descriptor Block 


Bit | 7 | 6 | 5 4 1 3 OI 2 I 1 1 0 | 
Byte | I I I | | I | I 
Qe ay 
“TT “Logical Unit Number | SSS”~*«@Reserved sid | 
Reed (0Ohy 
Sy Reserved (00h) 
“Qt Reed (00h) 
a (00h 
“el Reserved SS ( 
7 Byte Transfer Length (MSB) CS 
“el. Byte Transfer Length (LSB) CS 
“or €ontrot Byte s—<—SsSd 


The WRITE BUFFER Command is used in conjunction with the READ BUFFER command as a 
diagnostic function for testing the controller's buffer memory and the SCSI bus integrity. There is 
no access to the medium during the execution of this command. 


The BYTE TRANSFER LENGTH specifies the maximum number of bytes to be transferred to and 
retained in the controller buffer. The Byte Transfer Length contains a four byte header, followed 
by the WRITE BUFFER data. A Byte Transfer Length of zero indicates that no Write Buffer 
Header and no WRITE BUFFER data shall be transferred. This condition does not create the 
CHECK CONDITION status. Up to the controller buffer size may be transferred added to the four 
bytes of header. If the controller buffer size is 64K bytes, 65,531 bytes of WRITE BUFFER data is 
transferred. If the Byte Transfer Length is greater than the maximum size of the controller data 
buffer (Available length of the READ BUFFER command data) plus four, the controller creates the 
CHECK CONDITION status with the Sense Key of ILLEGAL REQUEST. In this case no data is 
transferred from the initiator. It is not an error to request a Byte Transfer Length less than the 
Available Length. 


OMTI 7000/3500 Series Programmers Manual - Revision A - Page 5-12 


WRITE BUFFER command (continued) 
WRITE BUFFER Header 


Br! 7 | 6 1 5 | 4 | 3 | 2 | 2d ft 0 1% 
Byte | | i | | | 
“Ol © Reewed = = ~S~:~CS 
“TI OReserved t™S™—™—~S 
Sie OE ee (00h)! 
Tg Ree ey (008)! 


It is recommended that the initiator link the WRITE BUFFER ad READ BUFFER commands and 
that disconnection not be allowed during the process to guarantee that the data buffer not be 
corrupted by uncompleted commands issued from the same or other initiators to other LUNs. 
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5.1.9 WRITE EXTENDED Command 
Peripheral Device Type: Direct Access (Winchester and Flexible disks) 


WRITE EXTENDED Command Descriptor Block 


Bit | 7 I 6 | 5 ot 4 | 3 4 2 #41 1 | 0 | 
Byte | I | I I I | I I 
AQ RRS ee eg a 
“1 | Logieal Unit Number | Reserved ttst—~—~—~* 
“21s Legieal Block Address (MSB) i 
“31s Egical Block Address st—~—~S 
“at ”~”~”~”Cgieal Block Address —t—t—~—~™ 
“51 Logical Block Address (LSB) 
“et Ree (00h)! 
“71 ‘Transfer Length (MSB) CS 
“git Transfer Length LSB) SCS | 


Control Byte | 


The WRITE EXTENDED command operates the same as the WRITE command except t the 
Transfer Length occupies two bytes and the starting Logical Block Address occupies four bytes. 
The TRANSFER LENGTH can be from 0000 to 65K-1 blocks. 


The maximum LBA allowed is the LBA value returned in the READ CAPACITY Data with PMI bit 
set to zero. 


Refer to the WRITE command Group 0 for more information. 
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5.2. GROUP 7 COMMANDS for DIRECT ACCESS DEVICES 
These commands are only valid for Winchester disk drives, but not for Flexible disk drives. 


Operation. 

Code Command Name Section 

E8h READ LONG 5.2.1 

EAh WRITE LONG 5.2.2 

FEh WRITE PRIMARY DEFECT LIST 5.2.3 for ST506/412 drives only 
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5.2.1 READ LONG Command 
Peripheral Device Type: Winchesters only 


READ LONG Command Descriptor Block 


The READ LONG command is used to read the block addressed by the LBA and the 6 byte Error 
Correction Code that was written by the controller for that block. 


NOTE: The number of bytes transferred by this command is the block size + 6 bytes. 
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5.2.2. WRITE LONG Command 
Peripheral Device Type: Winchester only 


WRITE LONG Command Descriptor Block 


Biel of il rid oS 1 8 Sk ee ee | 
Byte | | | | | | l | 
“Ont te he BAW? Ue ee 

1 Logical Unit Number | Reserved 


.Control Byte | 


The WRITE LONG command is used to write the block addressed by the LBA plus the 6 byte Error 
Correction Code. 


NOTE: The number of bytes transferred by this command is the block size + 6 bytes. 
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5.2.3. WRITE PRIMARY DEFECT LIST Command 
Peripheral Type : ST506/412 drives only 


WRITE PRIMARY DEFECT LIST Command Descriptor Block 


‘Bel 2 ol 6 ft cet a) Se oe 
Byte | i ; 
Weer SS po RE ey Cee ee ey 
“1 | Logical Unit Number | Reserved = sts—=<S*s~‘“—sS~SCS 
C7) oer a en Reseved *‘4Y 
qe ee tg Reserved S—~«<&Y 
Sacre he erie ramen a Reeved  *SY 
aaa Reeved tst~<CS~st‘sS*~™~™~CS 
Seanes  p eee Reeved «SY 
Ga ge eer Reseved -*<&Y 
“8. | ee ee Parameter List Length SSS~S~*& 
| 


The WRITE PRIMARY DEFECT LIST command is used to record on the innermost cylinder of the 
drive the Primary Defect list (or P list), The cylinder number on which the drive records this 
information is either the Cylinder Default value as specified in the MODE SENSE Default values or 
with the cylinder number specified by the MODE SELECT if changed from the default value. The 
defects entered in this P list will be mapped during the next FORMAT UNIT command with DPRY 
set to zero. 


The Parameter List Length is expressed in number of blocks (not of bytes) and sent by the host 
during the Data Out phase of the command execution. It shall be computed according to the number 
of defect descriptors specified. 
~ The first 64 bytes of the first block of data of this parameter list shall be sent by the host as 
specified in the following table. The controller checks if these 64 bytes are sent correctly. 
- After these 64 bytes, each Defect Descriptor occupies 9 bytes. The last 9 bytes shall be set 
to FFh to indicate the end of the list. 


Parameter List length shall be = [64 + (9 * Number of Defect Descriptors) + 9} divided by the 
Block Size 
- The maximum number of Defect Descriptors that the host is allowed to send is 390. 
Therefore the maximum number of bytes to send is 3583 = (391 * 9 + 64). This value, 
divided by the block size, determines the Parameter list Length. 
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WRITE PRIMARY DEFECT LIST command (continued) 


As an example with a block size of 512 bytes, : 
for one to 49 defects, the Parameter List Length shall be set to Olh. 
for 390 defects the Parameter List Length shall be 07h, 


PARAMETER LIST 
HEADER (64 bytes in length or 40h) 


Bit | 7 { 6 | 5 | 4 1 3 1 2 41 1 | Oo | 
Byte | | I | I | I | | 
“0 | ____ Block Length (MSB) example (02h) for 512 bytes/sector ‘| 
a ae Block Length (LSB) example (00h) for 512 bytes/sector | 
"gk, > Newer of Sasors per Trad Ga and cece ean (10h)! 

example is for 512 bytes/sector 17 sectors/track and one spare/track I 
Sap Pinascl (Sony 
>< ieee aca. Bank = ssSsS—~—S (20h) | 
co ce LinaASO—~S (4Ch) | 
fa ER lnaslss—~—S (49h) | 
:) ae SinASLs—~—S (53h) | 
Biggs pe ee ater TnASMl—SsSCS (54h) | 
oo) Gee. Blank =ssts~=~<CSs~S« YF 


32 | § in ASCI (53h) | 
co an a EAS MinASl SSS (4Db) | 
<7 eens SmAS SS (53h) | 
“35 through39 SSCS Bank SS (20h) | 
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WRITE PRIMARY DEFECT LIST command (continued) 


40 O in ASCII (4Fh) 
i ae gaara Mead Diy 
et ee tesa ee 
ie eae eas ea fase ern Gon 
Gog Sr en ors, fica GTi 
Ug pho nant aera aaa mi 
ee ee ene re Onasch ae 
a hai elaciaae OAC OO a 
“ice eg Baas Gon 

FIRMWARE REVISION LEVEL 
Fagg BIS cee ere FIRMWARE REVISION QS) , 
ee FIRMWARE REVISION 
7 eID FIRMWARE REVISION 
Soe elt ee oy FIRMWARE REVISION GSB) 
ne ee na a (oon 


These above fields (VENDOR IDENTIFICATION and FIRMWARE REVISION LEVEL) shall be 
the exact same fields as returned by the INQUIRY Data in the INQUIRY command. 
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WRITE PRIMARY DEFECT LIST command (continued) 


PRIMARY DEFECT LIST DEFECT DESCRIPTOR (9 bytes per defect) 


Bit | 7 | 6 | 5. 4 1 3 1 2 1 1 1 0} 


Each Defect Descriptor specifies the starting Byte address of the defect on the medium. The Defect 
Descriptor is defined as an nine-byte field in the Data Out phase. Each Defect Descriptor is 
comprised of the cylinder number of defect, the head number of defect, and the defect bytes 
from index. The Defect Descriptors shall be sent in ascending order by the host. For determining 
ascending order, the cylinder number of defect is considered the most significant part of the 
address and the defect Bytes From Index is considered the least significant part of the address. 


FORMAT OF THE LAST 9 BYTES 


These 9 bytes are to be sent after the last Defect Descriptor specified to indicate to the drive that this 
is the end of the list. 
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SECTION 6 
TAPE COMMANDS 
6.1 GENERAL 


The OMTI 7400 controller supports a QIC-02 Cartridge Tape drive interface, which is an intelligent 
device level interface to a Streaming Tape Drive. 


6.1.1 Drive Type : 

A streaming drive is a tape drive that is designed to maintain continuous tape motion without the 
Tequirement to start and stop within an inter-record gap. If the tape motion is interrupted for any 
reason, the drive re-positions the tape by moving far enough in the reverse direction to allow the 
tape to be brought up to speed in the forward direction before it reaches the point at which the 
preceding operation was terminated. 


6.1.2 Data Bus 

Data and commands are transferred to and from the QIC-02 device on an eight-bit bi-directional data 
bus with an asynchronous handshake to eliminate rigorous timing constraints. The controller 
includes an internal 16K or 32K buffer to optimize streaming operations during COPY commands 
between disk and tape. The recording of information on the tape is performed in the Sequential 
mode. 


6.1.3. Data Integrity 
The ability to enable or disable the tape drive bus parity is jumper selectable. 


6.1.4 Host/Controller/Drive Communication 

The tape drive can be commanded by the host, through a set of commands, to either rewind the 
cartridge to the BOM (beginning of medium), erase the cartridge, write data and file marks onto 
the tape, read data and/or file marks from the tape, verify the tape, backup data from a disk, or 
restore data onto the disk connected to the same controller. The host may request sense 
information from the controller/tape drive to obtain status. 


6.1.5 Media 
The tape medium is an industry-standard, one quarter inch (1/4") cartridge, recorded bi-directionally 
on serpentine tracks. 


616 Tane Farmat of Fived Lancth Black 
Gea 24pe SOPMaAc Cr SIXCG LORE osGtn 


The minimum length of data accessible by the controller is a block. Blocks have a fixed length of 
512 bytes. A group of blocks constitute a file. Each READ or WRITE command specifies the 
number of blocks to access. Files are separated by file marks. 


TAPE FORMAT 
! BOM ! FM | HEADER | FM | BLOCK1 1! BLOCK2 | BLOCKN ! FM |! 


FM = File Mark 
BLOCK FORMAT (QIC 24) 
| GAP | SYNC | 512BYTESDATABLOCK | BLOCK ADDRESS | CRC | 
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6.1.7. Operational Warnings 

- Exception: Condition with File Mark encountered unexpectedly with the READ and COPY 
commands : Because the Tape Formatter may read more blocks from the Tape drive than the 
READ or COPY commands ask for, an Exception condition may be created by the Tape Drive for 
a File Mark detected by the Tape Formatter within the block count limit requested. This situation 
is more likely to occur with tape formatters containing a large buffer. This should not be 
considered an error condition. 


- When an End of Medium Exception Condition is encountered while writing, one File Mark 
followed by one Tape Block and another File Mark are allowed to be written after EOM. 


6.2 TAPE COMMANDS 


6.2.1 Command Phase 
The command process for the Tape drive is identical to the command process for the Direct Access 


devices. 


6.2.2 LUN 3 

The Default Logical Unit Number (LUN) specified for all exclusively Tape related commands is 
three (3). COPY command implies the use of LUN 3 except if a MODE SELECT command issued 
with Page 20 allocates the Tape to another LUN. 


Typical CDB for Six-byte TAPE Commands 


Bit | 7 | 6 | 5 | 4 | 3 | 2 | 1 I 0 | 
Byte | | I | | | | | | 
ee ieeer tae Co eee fined 
te fimtcifem ous (ool 
Fy Sie aaa ea iat (oonl 
pe ea initia sey (oom! 
OY ie pakbgiaa ig eas mie 


The above commands may transfer up to 16 MegaBlocks per Command. 
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6.3 TAPE COMMAND SET SUMMARY 


Group 0 Commands for Sequential Access Device 


Operation 

Code Command Name Type Section 
19h ERASE T 6.3.1 
1Bh LOAD/UNLOAD T 6.3.2 
08h READ T 6.3.3 
05h READ BLOCK LIMITS T 6.3.4 
14h RECOVER BUFFERED DATA T 6.3.5 
Olh REWIND T 6.3.6 
11h SPACE FORWARD T 6.3.7 
13h VERIFY T 6.3.8 
GAh WRITE T 6.3.9 
10h WRITE FILE MARK T 6.3.10 


SHSSHSSHSHSSSSSHSHSSSHHSHOSHSHHHSHOHHHSSHHHHOSHHSHOHHOSHOOOS 


6.3.1 ERASE Command 
Peripheral Device Type : Sequential Access Device 


ERASE Command Descriptor Block 


Bit | dei if 6 | 5. out 4 | 3 I 2 | 1 | 0 | 
Byte | { | | | { | { I 
E'S Deane ara 
“1 1 Logical Unit Number | SS”~*C«Reserved SSCtidSCti‘i SCS 
“2b ”CORSed (00n)I 
SO en a Bene eg (00h)! 
“4.0000” (00h) 
“Si Control Byte t—<CSsOSCi*d 


The ERASE command causes all of the medium to be erased from the beginning of medium (BOM) 
to the end of medium (EOM). The medium is then rewound. The controller disconnects while 
executing the command if requested by the host in the IDENTIFY message. 
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6.3.2 LOAD/UNLOAD Command 
Peripheral Device Type : Sequential Access Device 


LOAD/UNLOAD Command Descriptor Block (1Bh) 


Bit | 7 I 6 | > 4 1 3 I 2 1 1 1 Qo | 
Byte | I | | | I I | | 
“oO 1 Operation Code SSSS™~S~S~S~S~S 
“TT Logical Unit Number | ——~—~—=SReserved. =—SSSSsLsAmeedl 
a ee (00h 
“3rT”””CORSE (0h)! 
“41 ””~—C« Reserved | Re-Teni Load | 
si €ontrol Byte st—<CSsts—sSCSsd 


The LOAD/UNLOAD command requests that the controller enable or disable the logical unit for 
further operations. This command may also be used to request the re-tension function on peripheral 
devices that support this function. 


A LOAD bit of one indicates that the medium on the logical unit shall be positioned to the 
beginning-of-medium (BOM) or Joad-point as determined by the peripheral device. A Load bit of 
zero indicates that the medium on the logical unit shall be positioned for removal from the peripheral 
device. 


Status shall be returned after the medium is positioned unless the IMMEDIATE (Immed) bit is one. 
If the Immed bit is one, status may be returned as soon as the command has been accepted. 


A RE-TENTION (Re-Ten) bit of one indicates that the medium on the addressed logical unit shall 


be correctly tensioned before the LOAD/UNLOAD command is completed. This is an optional 
function intended for use by those peripheral devices that support the re-tension function. 
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6.3.3 READ Command 
Peripheral Device Type : Sequential Access Device 


READ Command Descriptor Block 


Bt| 7 | 6 1 3 t 2 t| 2 | O 4 
Byte | | | | i 
a en, ee ee etd 
“TT Logical Unit Number |” SOReseveds=—Sss*~*~*~*d*«‘Qr neds 
31. anafer Length (MSB) Cis 
age eee | 
Transfer Length (LSB) —t—~—S | 
31. ontrol Byte Ssts—<“Cs~s—sSSSsSCs | 


The READ command transfers the specified Transfer Length (or number of blocks) to the host, 
beginning with the next block of the logical unit. Blocks are transferred until either the Block count 
is exhausted, or a File Mark is encountered, or the End of Medium (EOM) is encountered. The last 
two conditions create an Exception condition, and the Block Count read is available in the Sense 
Bytes. Up to 16 Megablocks can be transferred by a single command. 


The FIXED bit shall always be set to one, which specifies that the Transfer Length is in number of 
blocks and not in number of bytes, and that the data transferred is with Fixed Length blocks and not 
with Variable Length blocks. 


Upon termination of the command, the medium is positioned after the last block transferred. 


When the Transfer Length is zero, no data is transferred and the current position on the logical unit 
is not changed. This condition does not create an error. 


FILEMARK CONDITION : 

If the logical unit reads a Filemark during the READ command, the CHECK CONDITION status is 
created and the FileMark bit is set in the Sense Bytes. Upon termination, the medium is positioned 
after the FileMark. The Valid bit is set to one in the Sense bytes, and the Information bytes are set 
to the actual number of blocks sent to the host (not including the FileMark). 


EOM CONDITION : 

If the logical unit encounters the physical End of Medium (EOM) during the READ command, the 
CHECK CONDITION status is created and the EOM bit is set in the Sense Bytes. The Sense Key 
is set to MEDIUM ERROR. The Valid bit is set to one in the Sense bytes, and the Information 
bytes are set to the actual number of blocks sent to the host. The medium position following this 
condition is not defined. 
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6.3.4 READ BLOCK LIMITS Command 
Peripheral Device Type : Sequential Access Device 


READ BLOCK LIMITS Command Descriptor Block 


Byte | | | | | | | | | 
i) Leena Nee To ae 
e aaaaaaioe Rega eo en ey ee (oot)! 
Po Racial aa cies Re es ra (oom)I 
Te eb Sia as fee ae oa (oon) 
Rae eae Caer ee eg 


The READ BLOCK LIMITS command requests that the controller's capability for block length 
limits be returned for the logical unit. The following 6 bytes of READ BLOCK LIMITS data are 
sent during the DATA IN phase of the command execution. 


READ BLOCK LIMITS Data 


0 | Reserved. (00h)! 
ppm imum Block Length (MSB) (00h)! 
Asiana Bio Leg (02h)! 
3 pe jmum Block Length (LSB) (00h)! 
4 mum Block Length (MB) (O2h)I 
<0 Mtatamiom Blo Lengic(MSBy (0on)i 


The Maximum Block Length is equal to the Minimum Block Length specifying Fixed 
Length Block mode. 
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6.3.5 RECOVER BUFFERED DATA Command 
Peripheral Device Type : Sequential Access Device 


RECOVER BUFFERED DATA Command Descriptor Block 


Bit | 7 4 6 | 54 4 1 3 1 2 1 | Oo | 
Byte | | | | | | | i | 
eit se aE ee ee 
“1 1 Logical Unit Number | S~S™S*CReserved =—S~*w:*S*@QR iged'C 
“21 ‘Transfer Length (MSB)SSS™S™~S~S | 
“31 WransferLength = St™~S ] 
“410 Transfer Length (LSB) SSSSS™S™~S~S 
“S| ~~—~—~«ontrol Byte t—=<“Cs=—s~s™SSSCS 


The RECOVER BUFFERED DATA command is used to read data that has been transferred to the 
controller buffer. The data may or may not have been written on the medium. This command is 
normally used only to recover from error or exception conditions that make it impossible to write 
the buffered data on the medium. This command should immediately follow the WRITE command, 
which should be preceeded by the RESERVE UNIT command. 


This command functions similarly to the READ command except that the data is transferred from 
the controller buffer instead of the medium. The order in which block(s) are transferred is the same 
as if they would have been transferred to the medium. 


The Fixed bit shall be set to one, otherwise the target creates the CHECK CONDITION status with 
the sense key of ILLEGAL REQUEST. 


If an attempt is made to recover more logical blocks of data than are contained in the controller 
buffer, the command is terminated with the CHECK CONDITION status. The Valid bit is set to 
one and the Information Bytes are set to the number of blocks requested in the Transfer Length if 
less than the buffer size or set to the maximum number of blocks available in the buffer (buffer 
size). 


The Transfer Length specifies the number of contiguous logical blocks of data to be transferred. A 


Transfer Length of zero indicates that no data shall be transferred. This condition is not considered 
an error. 
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6.3.6 REWIND Command 
Peripheral Device Type : Sequential Access Device 


REWIND Command Descriptor Block 


Bit | 7 | 6 | 5 | 4 I 3 { 2 | 1 l 0 | 
Byte | I | | | | | | | 
ie Meee UNCNURRER GO Ree ne ge 
Bey) Ware ecar neh ora ae Oe re ee (000) 
Fi cca aelaaal iia ie ey (oom)! 
2 ee ee ey (oon 
So ale Nini ne aaa Gnie G 


The REWIND command requests that the controller rewind the logical unit to the beginning of 
medium or load point (BOM). 


An IMMED (Immediate) bit of one indicates that Status shall be returned as soon as the operation is 
initiated. An IMMED (Immediate) bit of zero indicates that Status shall be returned after the 
Operation is completed. 


If a REWIND command is issued after a WRITE command and a File Mark has not been written, 


the controller will automatically write a File Mark before initiating the rewind. After the tape drive 
re-wind to the BOM, the tape drive LED will turn off. 
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6.3.7 SPACE Command : 
Peripheral Device Type : Sequential Access Device 


SPACE Command Descriptor Block 


Bith, Rd 4. VS Ok SR ee et Se 
Byte | | | | 
io Geel 1 ke eae | 
“1 1 Logical Unit Number {| Reserved si 1 Code | 
“31 Count MSB)s—‘“‘S™S™S™~*S 
“3. ont 
“41 Count LSB) ——ists—‘is—sSOSOCS | 
“$1 €ontrol Byte —(<i‘iéOOC;*” 


The SPACE command provides a variety of positioning functions that are determined by the code 
and the count. It moves the tape forward : 


- over the subsequent data Block(s), (Block Mode) 
- over the subsequent File Mark(s), (File Mark Mode), 
- to the physical end of the data, (Physical End of Data Mcde). 


Byte 1 Code Bits 1 0 Meaning 


0 0 Block Mode 
01 File Mark Mode 
11 Physical End of Data Mode (EOD) 


When spacing over Blocks or File Marks, the count field specifies the number of Blocks or 
FileMarks to be spaced over. A zero value in the Count field causes no medium movement. 
NOTE: The controller disconnects while executing the spacing. 


FILEMARK ENCOUNTERED : 

If a FileMark is encountered while spacing over blocks, medium movement is stopped. The 
medium will then be positioned on the end-of-medium side of the FileMark. The controller creates 
the CHECK CONDITION status. The FileMark and the Valid bits are set in the Extended Sense. 
The Information bytes are set to the difference (residue) between the requested Count of the CDB 
and the actual number of blocks spaced over (not including the FileMark). 


EOM ENCOUNTERED: 


Extended Sense. The Sense key is set to MEDIUM ERROR. The Information bytes are set to the 
difference (residue) between the requested Count of the CDB and the actual number of blocks or 
FileMarks spaced over. 
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SPACE command (continued) 


When spacing over sequential FileMarks, the Count field is interpreted as follows : 

- A positive value N causes forward medium movement to the first occurrance of N or more 
consecutive Filemarks stopping after the Nth FileMark. 

- A zero value causes no medium movement. 

- A negative value -N (2's complement notation) causes a CHECK CONDITION status with 
ILLEGAL Sense Key. 


When spacing to physical end-of-data, the Count field is ignored. Forward medium movement 
occurs until the logical unit encounters physical end-of-data. Subsequent WRITE commands may 
then be issued. 

A SPACE command with Physical End of Data Mode shall be issued prior to executing a COPY 
command from Disk to Tape if the data is to be appended to the existing recorded medium. 
Otherwise, a REWIND command is only necessary if the data is intended to be recorded from 
BOM. 
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6.3.8 VERIFY Command 
Peripheral Device Type : Sequential Access Device 


VERIFY Command Descriptor Block 


Bt! 7 | 6 | 5 | 4 | 3 | 2 | 2 1 0 4 
Byte | | | | | 
fo a ee eed 
“1 Logical Unit Number {| Reserved : 0 | Fixed | 
“2, Verification Length (MSB) SS 
“3... Verification Length = | | 
“41. Verification Length (LSB) 
“si Control Byte tst—<Ss—sSSSSSCSCid l 


The VERIFY command performs a rewind (if not at BOM), then verifies the entire medium from 
the BOM to EOM. The pattern (E5h) is written on the medium. The Tape Formatter performs a 
CRC check on every block. When reaching the EOM, the medium is rewound. Then the medium 
is erased from BOM to EOM. Finally the medium is rewound. The controller disconnects while 
executing the command if requested by the host in the IDENTIFY message. 


A REQUEST SENSE command may then be issued to obtain the number of blocks (available in the 
Tape Sense bytes 2 and 3) rewritten during the Verify process.The FIXED bit shall be set to one 
indicating the Fixed block length. If the Fixed bit is set to zero, the controller creates the CHECK 
CONDITION with ILLEGAL REQUEST Sense Key. 


If the read after write drive function detects a bad block, rewrite will occur. If the Tape Formatter 
exhausts its rewrite count, and the procedure is still unsuccessful, the process stops, and the 
CHECK CONDITION status is created with Exception condition. 

A REQUEST SENSE command may be issued to obtain the total number of blocks (information 


bytes) been verified during the verify process. 
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6.3.9 WRITE Command 
Peripheral Device Type : Sequential Access Device 


WRITE Command Descriptor Block 


Bit | 7 | 6 5. | 4 1 3 OI | 1 I Oo | 
Byte ! | | | | | | | | 
Ci ee OA es ee a 
“1 | Logical Unit Number | Reserved =—ss~=*d*~C:éWQines=SSsd 
“21 ‘Transfer Length (MSB)—~—s 
“3. Transfer Length =~ | 
“41. ‘Transfer Length (SB) S—S—~—s | 
“S| Control Byte sti—<—sSd | 


The WRITE command transfers the specified number of blocks from the host, starting at the current 
position, that is, the next block of the unit. The operation terminates when the number of blocks to 
be transferred is exhausted, or when the Tape Formatter recovery procedure of unsuccessful retries 
of rewrite has been exhausted, or when the End of Medium (EOM) is encountered. The last two 
conditions create an Exception condition, and the Transfer Length or Block Count written will be 
available in the Sense Bytes. 


The FIXED bit shall always be set to one, which specifies that the Transfer Length is in number of 
blocks and not in number of bytes, and that the data transferred is with Fixed Length blocks and not 
with Variable Length blocks. 


When the Transfer Length is zero, no data is transferred and the current position on the logical unit 
is not changed. This condition does not create an error. 


EOM CONDITION : 

If the logical unit encounters the early warning End of Medium (EOM) while writing, the controller 
will attempt to finish writing some buffered blocks, then the CHECK CONDITION status is created 
and the EOM bit is set in the Sense Bytes. If any data remains in the controller's buffer, the Sense 
Key is set to VOLUME OVERFLOW. The Valid bit is set to one in the Sense bytes, and the 
Information bytes are set to the total number of blocks written. The medium position following this 
condition is not defined. 
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6.3.10 WRITE FILEMARK Command 
Peripheral Device Type : Sequential Access Device 


WRITE FILEMARK Command Descriptor Block 


The WRITE FILEMARK command causes the specified number of FileMarks to be written 
beginning at the current medium position on the logical unit. A zero value in bytes 2 through 4 
indicates that no FileMark is to be written. FileMarks can be searched by SPACE FORWARD 
commands. 


EOM CONDITION : 

If the logical unit encounters the early warning End of Medium (EOM) while writing, the controller 
will attempt to finish writing some buffered blocks, then the CHECK CONDITION status is created 
and the EOM bit is set in the Sense Bytes. If any FileMarks remain to be written, the Sense Key is 
set to VOLUME OVERFLOW. The Valid bit is set to one in the Sense bytes, and the Information 
bytes are set to the total number of written FileMarks. The medium position following this 
condition is not defined. 
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REQUEST FOR FEEDBACK 


Scientific Micro Systems welcomes your comments on the accuracy and usability of its technical 
manuals. In the interest of assisting us in the on-going process of manual improvement and 
updating, please answer the following questions: 


1: How easy is this manual to use? 


2; What would you like to see in this manual that is not currently included? 


3. What parts of this manual could, in your opinion, be omitted without impacting the 
accuracy and effectiveness of the manual? 


4. Indicate any faults or errors you may have found in the manual. 


3: What is your general evaluation of this manual. 


THANK YOU FOR YOUR ASSISTANCE! 


Please send your comments on this sheet (and your name and company address, if you wish a 
Teply) to: 


SCIENTIFIC MICRO SYSTEMS 

ATTN: OMTI TECHNICAL PUBLICATIONS DEPARTMENT 
P.O. Box 7777 

339 North Bernardo Avenue 

Mt. View, CA 94039 U.S.A. 


